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Assemble Bin Lip (ICT1100B) (Optional 
Lip) 
5. Locate parts #127688, 127689, 127690, 

and 128055. 
 
6. Assemble the parts as shown in the 

drawing below.  Use 5/16 x 1 self-tappers 
to fasten parts to the tubing, and 5/16 x 1 
carriage bolts to attach to other parts. 

 
7. Locate parts #127691, 127692, 127693, 

and 128056. 
 
 
 

 

 
 

 

Do NOT tighten 
bolts yet! 

5/16 x 1
carriage 
bolts 

5/16x 1 self 
tappers 

#128055

#127690 

#127689 

#127688 
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Assemble Bin Lip (ICT1100B) (Optional 
Lip) 
8. Assemble parts #127691, 127692, 

127693, and 128056 as shown in the 
drawing below.  Use 5/16 x 1 self-tappers 
to fasten parts to the tubing, and 5/16 x 1 
carriage bolts to attach to other parts. 

 
9. Tighten all fasteners assembled in the 

previous steps. 
 
 
 

 

 

5/16 x 1 
carriage 
bolts 

5/16 x 1 self 
tappers 

#128056

#127693

#127692

#127691
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Assemble Blanking Panels 
(ICT1100B) (Optional) 
1. Locate parts #127857 (3) and assemble 

all three as shown in the drawing below.  
Use ¼ x 1 carriage bolts.  Do NOT fasten 
the lower edge. 

 
2. Locate parts #128031 (6). 
 
 
 
 

 

 

Don’t fasten yet

¼ x 1 carriage 
bolts 

#127857 
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Assemble Blanking Panels (ICT1100B) 
3. Assemble the first three parts #128031 

as shown in the drawing below.  Use ¼ x 
1 carriage bolts.  Do NOT fasten the 
lower edge for the first row. 

 
4. Assemble the remaining three parts 

#128031 as shown in the drawing on the 
next page.  Use ¼ x 1 carriage bolts. 

 
5. Make sure all fasteners are in place and 

tightened. 
 

 

 

 

Don’t fasten yet

¼ x 1 
carriage 
bolts 

#128031

#127857



In-Field Crop Transporter  Preparation 

MAN083 2/2/2006 41 

 

 

¼ x 1 
carriage 
bolts 

#127857 

#128031

#128031 
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Hydraulic System 
Make sure all hydraulic hoses are correctly 
attached and that all hose and connection 
designations match. 
 
Before running your cart for the first time, 
purge the hydraulic system of air.  This is 
necessary to prevent damage to the cart 
and/or injury to you.  Instructions for 
purging the system begin on the following 
page.   
 
Use the appropriate tractor for operating 
the cart.  The cart requires 18 gallons of 
hydraulic fluid to charge with all cylinders 
fully extended. 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

CAUTION 
It is important that your tractor has 
sufficient hydraulic capacity.  If it does not, 
the cylinders will not raise and lower the 
cart evenly, which can cause damage to 
the cart.  Insufficient hydraulics can also 
make the cart less stable, increasing the 
risk of injury. 

WARNING 
 

 
 
Escaping hydraulic fluid under pressure 
can penetrate the skin, causing serious 
injury. 
 
Avoid the hazard by relieving pressure 
before disconnecting hydraulic or other 
lines.  Tighten all connections before 
applying pressure. 
 
Search for leaks with a piece of cardboard. 
Protect hands and body from high 
pressure fluids. 
 
If an accident occurs, see a doctor 
immediately.  Any fluid injected into the 
skin must be surgically removed within a 
few hours or gangrene may result. 
Doctors unfamiliar with this type of injury 
should reference a knowledgeable medical 
source.  Such information is available from 
Deere & Company Medical Department in 
Moline, Illinois, U.S.A. 
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Purge the Lifting Cylinder 
1. Check the tractor’s hydraulic system to 

make sure it has the proper fluid level. 
 
2. Attach the cart’s hydraulic lines to the 

tractor. 
 
3. Slowly raise the bin until the lifting arms 

are horizontal.   
 
4. Check the hydraulic system fluid level; 

add fluid if necessary. 
 
5. Continue raising the bin until the lifting 

cylinder is fully extended (see drawing). 
 
6. Check the tractor’s hydraulic fluid level; 

add fluid if necessary. 
 
7. Cycle the cylinder a few times to make 

sure all air is out of the system. 
 
8. Retract the lifting cylinders. 
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Purge the Dumping Cylinder 
1. Raise the bin until the dump side of the 

bin is horizontal. 
 
2. Check the tractor’s hydraulic fluid level; 

add fluid if necessary. 
 
3. Continue raising the bin until the dumping 

cylinder is fully extended. 
 
4. Check the tractor’s hydraulic fluid level; 

add fluid if necessary. 
 
5. Cycle the dumping cylinder several times 

to make sure all air is out of the system. 
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3. 
Operation 
 
 

 
Operating Instructions ............................46 
Warnings ................................................46 
Attaching the Tractor ..............................48 
Transportation ........................................49 
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Operating Instructions 
Please read the following before operating 
the transporter: 
 
• This machine should be properly 

lubricated upon delivery.  Please 
inspect all grease fittings and pivots for 
grease (refer to Chapter 4, 
Maintenance).  If they are not already 
lubricated, lubricate before operating. 

 
• Read Chapter 1, Safety, before 

operating. 
 
• Perform all required assembly in 

Chapter 2, Preparation.   
 
 
Warnings 
Remember the following: 
 
• Operate on level ground.  If this is not 

possible, dump with the fill side lower 
than the dump side to minimize the 
chance of overturning. 

 
• Be aware of the extended height of the 

transporter (see drawing on following 
page).  The fully extended transporter 
is over 30 feet tall. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DANGER 
 

 
 
The fully extended height of the 
transporter is over 30 feet.  Do NOT 
operate the transporter or perform 
maintenance near power lines.  Death or 
serious injury could result if the 
transporter contacts a live power line.  
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Attaching the Tractor 
1. Adjust the hitch assembly in the tongue 

so that the tongue will be level when 
attached to the tractor draw bar. 

 
2. Select the correct bushing size for the 

draw-bar hitch pin. 
 
3. Attach the cart to the tractor. 
 
4. Retract the jack leg by pulling the pin out 

and rotating the leg.  Replace the pin. 
 
5. Attach safety chains to the cart. 
 
 

 

 
 
 
 

 
 
 
 

 

Jack pin 
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Transportation 
The In-Field Crop Transporter is over 15 
feet tall with the basket not extended.  
Please be aware of the size of the 
transporter when you tow the machine. 
 
Please remember the following when 
towing on open roads: 
 
 Pull out emergency flashers (see 

photo) before towing. 
 
 ALWAYS follow safe driving practices. 

 

 Your tractor speed depends on the 
road conditions.  NEVER exceed a 
safe turning or braking speed. 

 
 Do NOT exceed 25 MPH when towing 

your transporter. 
 
 Your transporter is equipped with a 

Slow Moving Vehicle sign.  Please 
make sure the sign is kept in good 
condition and is cleaned before the 
transporter is towed. 

 

 
 
 

 

Flasher extendedFlasher extended Slow Moving Vehicle sign
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NOTES: 
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4. 
Maintenance 
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Tires and Wheels ...................................60 
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Before Performing 
Maintenance 
When performing maintenance on this 
transporter: 
 
• Do NOT make any adjustments or 

attempt any maintenance while the 
transporter is in operation or being 
towed. 

 
• Follow all safety warnings indicated by 

decals on the transporter or in this 
manual. 

 
 

 
  

 

WARNING 
 

 
 
Escaping hydraulic fluid under pressure 
can penetrate the skin, causing serious 
injury. 
 
Avoid the hazard by relieving pressure 
before disconnecting hydraulic or other 
lines.  Tighten all connections before 
applying pressure. 
 
Search for leaks with a piece of cardboard. 
Protect hands and body from high 
pressure fluids. 
 
If an accident occurs, see a doctor 
immediately.  Any fluid injected into the 
skin must be surgically removed within a 
few hours or gangrene may result. 
Doctors unfamiliar with this type of injury 
should reference a knowledgeable medical 
source.  Such information is available from 
Deere & Company Medical Department in 
Moline, Illinois, U.S.A. 
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Regular Maintenance 
We strongly recommend that you perform 
regular maintenance on your transporter to 
help ensure safe and efficient operation.  It 
is extremely important that you follow the 
lubrication guidelines to keep the machine 
functioning. 
 
 
Parts 
If you need to replace any parts, please 
contact your AMADAS dealer.  Refer to 
your Parts Catalog for part numbers.  
When you order parts, have the model and 
serial numbers handy.  These are located 
on a plate on the tongue (see photos). 
 

 
 
 
 

 
 
 
 

DANGER 
 

 
 
The fully extended height of the 
transporter is over 30 feet.  Do NOT 
operate the transporter or perform 
maintenance near power lines.  Death or 
serious injury could result if the 
transporter contacts a live power line.  

Model and serial number plate
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Maintenance Schedule  
Refer to the chart below for lubrication and 
maintenance information.  Refer to the 
diagrams on page 58 and 59 for locations 
of grease fittings. 
 
IMPORTANT!  It is important to the safety 
and efficiency of your transporter that 

regular lubrication and maintenance be 
performed.  The service intervals 
suggested below are for ideal conditions.  
If your machine is run in less than ideal 
conditions, you will need to perform 
maintenance more frequently than 
indicated in the chart. 

 
 
 

 
 

ITEM NOTE 
#1 Grease fitting 
 Weekly 
 Good quality general purpose grease 
 6-7 pumps 

 

 
 

#2 Grease fitting 
 Weekly 
 Good quality general purpose grease 
 6-7 pumps 

 

 
 

#1 Fitting 

#2 Fitting 
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ITEM NOTE 

#3 Grease fitting 
 Weekly 
 Good quality general purpose grease 
 6-7 pumps 

 

 
 

#4 Grease fitting 
 Weekly 
 Good quality general purpose grease 
 6-7 pumps 

 

 
#5 Grease fitting 
 Weekly 
 Good quality general purpose grease 
 6-7 pumps 

 

 
 

#3 Fitting 

#4 Fitting 

#5 Fitting 
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ITEM NOTE 

#6 Grease fitting 
 Daily 
 Good quality general purpose grease 
 4 pumps 

 

 
 

#7 Grease fitting 
 Weekly 
 Good quality general purpose grease 
 6-7 pumps 

 

 
 

#8 Grease fitting 
 Weekly 
 Good quality general purpose grease 
 6-7 pumps 

 

 
 

 
 

#6 Fitting 

#7 Fitting 

#8 Fitting
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ITEM NOTE 

Tires 
 Torque clean, dry bolts to 400 lb/ft. 
 Remove mud/dirt from the hub daily. 
 Clean inside of the hub seasonally. 
 Maintain tire pressure at 28 PSI. 
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#3 Grease fitting  

#2 Grease fitting 
#1 Grease fitting 

#4 Grease fitting 
#5 Grease fitting 
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#7 Grease fitting  
#7 Grease fitting  

Clean hub 
seasonally 

Remove mud/dirt 
inside of hub 

Tire pressure 

Torque 400 
lb/ft for a 
clean, dry 
bolt 

#8 Grease fitting  #8 Grease fitting  

#4 Grease fitting  
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Tires and Wheels 
It is important that you maintain tires 
regularly.  Pay close attention to all 
caution notices, both in this manual and on 
the machine. 
 
 
Care and Service of Tires 
To properly care for and service your tires: 
 
• Check tires daily for damage or 

noticeably low pressure.  Air pressure 
should generally be 195 kPa or 28 PSI. 

 
• At least every 100 hours of operation, 

check the tire pressure.  If the tires 
contain liquid ballast, use a special air-
water gauge and measure with valve 
stem at the bottom. 

 
• A small puncture in the tubeless tire 

can be temporarily repaired without 
dismounting the tire, thus avoiding 
down time during a busy season. 

 
• Protect tires from exposure to sunlight, 

petroleum products, and chemicals. 
 
• Drive carefully.  Try to avoid rocks and 

sharp objects. 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 CAUTION 

 
Explosive separation of a tire and rim parts 
can cause serious injury or death.  To 
safely maintain your tires: 
 
• Do NOT attempt to mount a tire unless 

you have the proper equipment and 
experience for the job. 

 
• ALWAYS maintain correct tire 

pressure.  NEVER inflate the tire 
above the recommended pressure. 

 
• Never weld or heat a wheel and tire 

assembly.  The heat can cause an 
increase in air pressure resulting in a 
tire explosion.  Welding can structurally 
weaken or deform the wheel. 

 
• When you install tires, use a clip-on 

chuck and extension hose long enough 
to allow you to stand to one side and 
NOT in front of or over the tire 
assembly.  Use a safety cage if 
available. 

 
• Frequently check wheels for low 

pressure, cuts, bubbles, damaged 
rims, or missing lug bolts and nuts. 

IMPORTANT!  Make all repairs as 
quickly as possible.  If making a 
temporary repair, permanently repair the 
tire as soon as possible to prevent 
further damage. 
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DANGER 
ONLY operate this machine with the fill 
side tire filled with a solution of calcium 
chloride.  See a service professional to 
have the tire filled or refer to the safety 
decal. 
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Beginning of the Season 
Before you begin using your transporter at 
the beginning of each season, do the 
following:  
 
1. Thoroughly clean the transporter. 
 
 
 
 
 
 
 
2. Check all hydraulic fittings, paying 

attention to all hydraulic warnings. 
 
3. Lubricate all grease points. 
 
4. Make sure all bolts are tightened. 
 
 
 

End of the Season 
Perform the following maintenance at the 
end of each season to make sure your 
transporter is properly stored for winter. 
 
1. Thoroughly clean the transporter. 
 
2. Touch up paint to prevent rust. 
 
3. Lubricate all grease points. 
 
 
 
 
 
 

 

IMPORTANT!  If using a pressure washer, 
do NOT direct water spray at bearings. 
High pressure water can damage bearing 
seals, causing premature failure. 






