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Welcome 
to 
AMADAS 
Industries 
 
 
 
 
 
 

 
 
With origins dating back to 1963, AMADAS 
Industries and its predecessors have a long 
history of providing high quality, reliable, 
and innovative equipment for the farming 
industry.  AMADAS equipment is currently 
at work throughout the United States and in 
many other countries.  This equipment 
ranges from the Magnum Fource Peanut 
Combine, Tree Bark Processing and 
Packaging Machinery, Hi-Speed Cotton 
Stalk Puller/Chopper, Reel Rain Traveler 
Irrigation Systems, to the Infield Crop 
Transporter 950. 
 
We are confident you will experience many 
good years of service with your AMADAS 
ICT950.  If any need should arise, we 
pledge the best efforts of our people and 
dealers to assist you. 
 
One of the most important factors to both 
safety and maximum performance is for 
every machine operator to understand 
thoroughly the safe operation of this 
equipment.  Please invest the time to read 
this manual to ensure that injuries are 
prevented and to receive the maximum 
productivity from your AMADAS machine. 
 
Thank you for choosing AMADAS 
Industries.  We are strongly committed to 
your satisfaction and safety.  Our goal is for 
you to be satisfied with our machinery for 
many years and it is our hope that you will 
choose AMADAS again for your equipment 
needs. 
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Infield Crop 
Transporter  

 
 
Congratulations on your purchase of an 
Infield Crop Transporter (ICT) 950!  We’re 
proud of our transporters and the design 
and workmanship that go into every 
AMADAS machine. 
 
The AMADAS ICT950 is designed and built 
specifically to handle the high capacity of 
both the AMADAS pull-type and self-
propelled combines, including the Off-Load 
Conveying System (OCS) models. 
 
 

Benefits 
The ICT950 offers the following benefits: 
 
 950 cubic feet of transport capacity. 
 

Our ICT950 easily handles two full loads 
from the large volume 7,500 pound 
baskets standard on all high-capacity 
combines. 

 
 Unique hydraulic lift/dump 

technology. 
 

Our machine features an innovative 
articulated linkage that provides more 
rigidity, control, and stability during the 
dumping process. 
 

 15 feet with 4” adjustability dump 
height. 

 
The AMADAS ICT950 provides quick 
and efficient loading of semi-trailers or 
larger dryer wagons. 
 

 Extra large dirt screens. 
 

These screens provide more than 
double the cleaning capacity of 
competitive dump carts. 
 

 Additional two-stage dirt trap. 
 

Additional dirt traps on the dump side 
provide for added dirt extraction. 
 

 Designed specifically for peanuts. 
 

The ICT950 comes standard with ¼” x 
3” slot screens sized for transporting 
peanut crop. 
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Specifications 
Struck capacity (ft3) 950 cubic feet 

Cleaning area open for dirt extraction (ft2) 110 square feet 

Dumping capacity (lbs) 23,000 lbs 

Shipping weight (lb) (without water in tires) 16,000 lbs 

Dumping angle 46° 

Standard wheel size 24.5 x 32 

Standard tires 24.5 x 32, 12 ply 

Optional tires 30.5 x 32, 16 ply 

Box length 14’6” 

Loading height 8’6” 

Wheel base outside/inside 13’3” 

Min dump height 11’10” (optional 4” extension) 

Max dump height 15’ (optional 4” extension) 

Fully extended height 30’+ 

Lift cylinders 4” x 48” 

Dump cylinders 4.5” x 72” 

Recommended hyd. fluid flow 15 GPM 

Volume required to operate 7.6 gal 

Min reservoir 15 gal 

Dump cycle <1 minute 

Bin lip 2 stage dirt extractor 

Access ladder Exterior and interior  

Lights Light kit to ASAE standard 

Hitch 
Adjustable height and pin diameter clearance; 
2 adjustment cushions 

Other options Load Cell Ready Kit 
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Dimensions 
 

 
  

173” 
(14’5”) 

182 ¾” 
(15’23/4”) 
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173” 
(15’5”) 

207” 
(17’3”) 

(14’6”) 
178” 
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Overview 
Safety is the responsibility of everyone.  
Although safety features are incorporated into 
the machine and dangerous areas clearly 
marked, ultimately, careful operation is the 
best prevention against accidents. 
 
 

Safety Symbols Used 
The three safety symbols used on the machine 
and in this manual are shown below.  The 
following section explains each of these 
symbols in detail. 
 

DANGER 
 

WARNING 
 

CAUTION 
 
Please familiarize yourself with each 
symbol and its meaning.  It is crucial to 
your safety and the safety of others that 
you follow the safety precautions 
indicated by these symbols. 
 
 

Protective Devices 
Protective devices and shields have been 
installed to protect users from hazards. 
 
Never remove, tamper with, or modify 
guards and shields.  To do so could 
result in serious personal injury or 
death. 
 
If it is necessary to remove a shield to 
perform maintenance, it is essential 
that the shield be replaced prior to 
operating the Infield Crop Transporter. 
 
 
 
 

Careful Lifting 
Please follow safe lifting procedures when 
installing or removing any equipment.  Use a 
second person as a helper when indicated by 
the weight of an item. 
 
 

Hydraulics 
Handle hydraulics with care.  Please follow all 
safety instructions for working with hydraulics 
as described in the warning below and 
elsewhere in this manual. 
 
 
 WARNING 

 
When working with hydraulics, remember 
the following: 
 
 Escaping hydraulic fluid under 

pressure can penetrate the skin, 
causing skin injury. 

 
 Avoid the hazard by relieving pressure 

before disconnecting hydraulic or other 
lines.  Tighten all connections before 
applying pressure. 

 
 Search for leaks with a piece of 

cardboard.  Protect hands and body 
from high pressure fluids. 

 
If an accident occurs, see a doctor 
immediately.  Any fluid injected into the 
skin must be surgically removed within a 
few hours or gangrene may result.  
Doctors unfamiliar with this type of injury 
should reference a knowledgeable medical 
source.  Such information is available from 
Deere & Company Medical Department in 
Moline, Illinois, U.S.A. (309-765-8000).
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Transporter Height 
Always be aware of the height of the 
transporter.   Pay close attention to all safety 
instructions when using the transporter as 
described in the danger warning below and 
elsewhere in this manual. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

  

DANGER 

 
 
Check overhead clearance to ensure that 
no power lines, overhead limbs, or any 
other obstructions exist.  When fully 
raised, the AMADAS ICT 950 stretches 
over 30’.  Contact with an obstruction, or 
high voltage power line could result in 
death, electrocution, or serious personal 
injury. 

364” 
30.3’ 

185” 
15.5’

165” 
13.8’
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Safety Symbols 
 

DANGER 
This symbol indicates an imminently 
hazardous situation, which if not avoided, will 
result in death or serious injury.  The use of 
the word DANGER is limited to the most 
extreme situations.  Extreme care should be 
taken when you are near these areas.  
DANGER decals are located at, or as near as 
possible to, these dangerous areas. 
 
 

WARNING 
This symbol identifies areas or practices, 
which if not avoided, could result in serious 
personal injury.  These injuries could range 
from minor cuts to dismemberment.  Warning 
decals are located at, or as near as possible to 
these hazardous areas. 
 
 

CAUTION 

This symbol identifies a potentially hazardous 
situation, which if not avoided, may result in 
minor or moderate injury.  It may also be used 
to alert against unsafe practices that could 
cause damage to the machine.  Caution 
decals are located at, or as near as possible to 
these potentially harmful areas. 
 
 

Safety Alert Symbol 

 
This symbol alerts you to possible hazards.  
Follow the recommended precautions and 
safe operating procedures.  If you have any 
questions, please contact your dealer or the 
manufacturer. 
 
 

Safety Instructions 

 
Safety features have been designed into the 
machine with hazardous areas marked.  
Please read and follow the instructions in this 
manual prior to operating, maintaining, or 
servicing this machine. 
 
 

Notes 
Throughout the manual, information that 
needs to be emphasized is set apart with 
either a “NOTE!” or “IMPORTANT!” heading.  
Please read this information carefully as if 
usually indicates a situation that could cause 
machine damage. 
 
 
 
 
 
 
 

 

IMPORTANT!  Make all repairs as quickly 
as possible.  If making a temporary repair, 
permanently repair the tire as soon as 
possible to prevent further damage. 
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Safety Guidelines 

 
Many accidents can be prevented by 
your knowing about safety.  Prevent 
hazards by reading the safety 
warnings in this manual.  Alert 
others to potential hazards. 
 
Remember, all machinery can be 
dangerous if used incorrectly.  
Please operate your transporter 
carefully.  Safety is only a word until 
it is put into practice. 
 
This section provides you with a list of practices 
you need to follow to ensure your safety and the 
safety of others.  It is essential that you read this 
section and follow the warnings. 
 
 

Safety Signs 
Carefully read all safety messages in this manual 
and on your machine.  Keep safety signs in good 
condition; replace missing or damaged safety 
signs promptly.  Be sure new equipment 
components and repair parts include the current 
safety sign. 
 

Learn Your Machine 
Learn how to operate your machine 
properly and how to use controls correctly.  
Do NOT allow anyone to operate the 
machine without instructions.  Anyone who 
uses this machine should be aware of the 
safety information contained in this 
manual. 
 
 

Machine Function 
It is essential that you maintain your 
machine in proper working condition.  
NEVER perform unauthorized 
modifications to the machine as these 
could impair function, safety, and/or 
machine life. 
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Safety Practices 
Observe the following safety practices when 
operating or servicing your machine. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Operating the Transporter 
 
 Do NOT operate near power lines.  The 

fully extended height of the transporter is 
over 30 feet. 

 
 Do NOT climb or ride on this transporter at 

any time.  

 
 Make sure everyone is clear of the 

transporter prior to and during operation. 
 

 Keep fingers, feet, and loose clothing away 
from moving parts. 

 
 Periodically check all nuts and bolts for 

tightness. 
 
 Make sure the transporter is level and on 

even ground during dumping operation.   
 

 NEVER operate the transporter with the fill 
side tire empty.  The tire must contain 
adequate liquid ballast for the basket to be 
raised.  

 
 Do NOT exceed safe travel speed for your 

environment.  Consider your tractor’s 
capabilities and the transporter’s load. 

 
 

Towing the Transporter 
 
 NEVER exceed the maximum towing 

speed of 10 MPH loaded and 20 MPH 
empty. 

 
 NEVER tow the transporter without 

attaching safety chains from the towing 
vehicle to the transporter.  These chains 
should have a combined breaking strength 
of at least 40,000 pounds.  If the 
transporter separates from the towing 
vehicle, serious personal injury or death 
can result. 

 
 

Servicing the Transporter 
 
 Do NOT make any adjustments or attempt 

any maintenance while the transporter is in 
operation or being towed. 

 
 Follow all safety warnings for working with 

hydraulics. 
  

DANGER 

 
 
Check overhead clearance to ensure that 
no power lines, overhead limbs, or any 
other obstructions exist.  When fully 
raised, the AMADAS ICT950 stretches 
over 30’.  Contact with an obstruction, or 
high voltage power line could result in 
death, electrocution, or serious personal 
injury. 

DANGER 
NEVER operate the machine or lift the 
basket until the left tire (from the tractor 
seat) has been filled with liquid ballast.  
The tire MUST be filled in order for the 
transporter to remain stable during the 
lifting process.  Failure to fill the tire with 
ballast before lifting the basket puts you at 
risk of severe injury or even death. 
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Safety Decals 
Safety decals identify specific hazards as 
well as promote general safety.  Please 
note the following about the decals: 
 
 ALWAYS keep decals clean and legible. 
 
 NEVER remove a safety decal from the 

machine. 
 

 If you replace a part with a decal, 
ALWAYS replace that decal. 

 
 For replacement decals, call your 

AMADAS parts representative. 
 

The decals included on the transporter, 
along with their locations, are shown below 
and on the following pages. 
 
 
 

 
8519 

 
8190 
 
 

 
8191 
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80509 
 
 

 
80575 
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Decal Locations 

 
  

8424 

8424 

8190 

8191 

8424 

80509 
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8425 

8425 

80576 

8519 
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Post Delivery Inspection 
Your Infield Cart Transporter has been 
thoroughly inspected at the factory.  When you 
receive your cart, carefully check all parts, 
bolts, etc., to make sure no damage has 
occurred during shipping.  If you find any 
damage or any missing parts, please contact 
your AMADAS dealer immediately. 
 

 

Assembly 
If your Infield Crop Transporter is delivered 
straight from the factory, there is some 
assembly required.  If you have received your 
transporter from a dealer, most of the 
assembly described on the following pages will 
have been done.  Note the following: 
 
 Parts are identified by AMADAS part 

number.  Refer to the Parts Catalog 
drawings if you cannot identify a part. 

 
 If there is more than one of the same part, 

the quantity is included in parentheses 
after the part number.   
Example:  128060 (2) 
 

 The assembly kit contains the required 
number of fasteners for the assembly of all 
parts.  The instructions indicate the 
appropriate fastener for each assembly by 
size and type of fastener. 

 
 Note that right and left sides of the 

machine are determined when you are 
facing the transporter hitch. 
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Assemble Spindles 
Also refer to the next page to determine the 
height setting of the spindles before installing. 
 
1. Locate the spindles (part # 95159 (2)).   
 
2. Locate the necessary fasteners: 

 
Screw, 7/8-14 x 4 SAE Cap 

Part # G223564-8 (10) 
Washer, 7/8 SAE flat  

Part # G131018 (10) 
Nut, 7/8 -14 SAE Hex Jam 

Part #G219759 (10) 
Nut, 7/8 -14 SAE Hex 

Part # G426767-8 (10) 
 

 
3. Attach the spindle by assembling as shown 

in the drawing.  Each spindle has 5 sets of 
fasteners. 

 
4. Torque to 200 ft-lbs.  Note that torque 

numbers are for clean, dry fasteners. 
 

5. Attach the other spindle to the other side of 
the machine, following the same steps. 

 
 

 
 

 
 
 
 
  

Spindle: 
Part # 95159 

Screw: 
Part # G223564-8 

Washer: 
Part # G131018 

Nut: 
Part # G219759 

Nut: 
Part # G426767-8 
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Set Transporter Height 
There are two spindle settings for the 
transporter.  One setting puts the transporter 
at its recommended height of 8’6” for loading 
and a maximum dumping height of 15’.  The 
second setting adds four inches to the height 
of the transporter – putting the loading height 
at 8’10” and the maximum dumping height at 
15’4”.   
 
Refer to the photos.  The bolts are installed in 
the recommended settings for the transporter.  
If you choose to increase the height of the 
transporter, move the bolts to the other 
settings as shown. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 

 

 
 
  

WARNING 

The spindles on both sides MUST be 
installed at the same height.  Otherwise, 
the transporter will be unstable and may 
place you or anyone around the 
transporter at risk. 
 
Please follow all safety instructions 
regarding the height of the transporter.  If 
you choose to increase the height of the 
transporter, it is even more critical that you 
are aware of its height around power lines, 
trees, etc. 

Recommended 
settings 

Recommended 
settings 

Use these 
settings to raise 
transporter height 

Use these 
settings to raise 
transporter height 
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Install Wheels 
1. Raise the transporter so that the hub 

center is the same as the wheel center. 
 
 
 
 
 
 
 
 
 
2. Locate the left wheel (part #S80169L) for 

the left side of transporter.  Locate the right 
wheel (part #S80169R) for the right side.   
 
Also locate the ¾-16 flange nuts (part 
#8393E (20)) needed to install the wheel. 

 
3. Position the first tire on the studs of the 

hub.  Make sure the left tire is on the left 
hand side of the machine, and the right tire 
on the right side.   

 

 
4. Torque the wheel to 400 ft-lbs, using a 

criss-cross pattern.  Note that the torque 
value is for clean, dry flange nuts. 

 

  
 
5. Install the tire on the other side of the 

transporter.  

 
  

WARNING 

The transporter weighs 16,000 pounds.  
Do NOT attempt to pick it up.  Use a safe 
lifting means to raise the transporter.  
Failure to do so can result in severe injury. 
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Tire and wheel assemblies: 
#S80169R – right side 
#S80169L – left side 

Direction 
Of Travel ¾ -16 Flange nuts: 

Part #8393E (20) 
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Fill Side Tire 
The transporter MUST be operated with the fill 
side tire filled with liquid ballast in order to 
balance the transporter during the dumping 
process.   
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Recommended Solution 
 
Calcium chloride  
3.5 pounds per gallon of water  
 
If you chose not to use the recommended 
solution, make sure anti-freeze is a 
component of the liquid used to fill the tire.  
 
The tire should be filled to the top of the rim as 
shown in the photo. 
 

 

 
 
 

  

Fill side tire 

Tire should be filled to line 

DANGER 

NEVER operate this machine without 
liquid in the fill side tire.  A solution of 
calcium chloride is recommended; 
however, anti-freeze MUST be a 
component of whatever liquid is used to fill 
the tire if you choose not to use the 
calcium chloride.  It is also recommended 
that you see a service professional to 
have the tire filled. 
 

DANGER 
NEVER operate the machine or lift the 
basket until the left tire (from the tractor 
seat) has been filled with liquid ballast.  
The tire MUST be filled in order for the 
transporter to remain stable during the 
lifting process.  Failure to fill the tire with 
ballast before lifting the basket puts you at 
risk of severe injury or even death. 
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Assemble Tongue 
The tongue contains two plates that are 
attached to the chassis of the transporter.  The 
circled areas in the photo below show where 
the tongue is attached.   
 
1. Locate the following parts: 
 

95158               Tongue 
G131019-8 (16) Washer, 1” flat 
G131048 (8)   Lockwasher, 1 “ 
G271970-8 (4)  Screw, 1-14 x 2 ½ SAE 
G271977-8 (4)  Screw, 1-14 x 4 ½ SAE 
G273205-8 (8) Nut, 1-14 SAE  

 
2. Refer to the photos on page 19 and the 

drawing on page 20 to install the tongue.   
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
3. Torque all fasteners to 400 ft-lbs.  Torque 

values are given for clean, dry fasteners. 
 

 
 

 
  

IMPORTANT!  There are two lengths of 
screws used to install the tongue – 4 ½ “ 
and 2 ½ “.  The longer screws are used to 
install the tongue in the front of the 
chassis, while the shorter screws are used 
in the middle. 
 
Note that both sets of screws are 
assembled the same, using the same 
washers, lockwashers, and nuts as shown 
in the drawing on page 20. 

Use 4 ½ “ screws Use 2 ½ “ screws 
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A B C D

Detail A 

Detail B 

Detail C 

Detail D 
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Tongue fastener assembly 

 
 
 
  

Screw: 
Part # G271977-8 

Washer: 
Part # G131019-8 

Lockwasher: 
Part # G131048 

Nut: 
Part # G273205-8 

Tongue: 
Part # 95158 
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Route Hoses 
1. Make sure hydraulic hoses are attached to 

the conduit properly (see drawing on next 
page). 

 
2. After the tongue has been assembled, 

route the tractor hydraulic hoses across 
the frame and out across the tongue as in 
the photos.  Use the following parts to 
attach the hoses: 

 
801678 (6)    Clamp, halves 7/8 diameter 
JH120847 (12)Clamp, half 5/8 2 hose 
JH121168 (6) Plate, clamp 5916 hdr lift 

 
 
 
 
 
 

 

 

 

 
 
 
3. Attach hoses to tractor hydraulics. 

 

 
 

Clamp 

Clamp 

Clamp NOTE!  Hydraulic hoses for the cylinders 
have already been routed and attached to 
the cylinders. 

NOTE!  Make sure that the hydraulic 
hoses are connected in pairs to the same 
tractor remote.  For example, make sure 
both hoses connected to the lift cylinders 
are connected to the same remote. 
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Hose Routing 
 
E=Extend 
R=Retract 
 
 
 

 
 
  

Hoses to 
cylinders 

Hoses to 
tractor 



Infield Crop Transporter 950  Preparation 
 

MAN118 12/9/2010 23 

Assemble Fill Side Extension 
The transporter arrives with the fill side in the 
storage position as shown in the drawing. 
 
1. Rotate the assembly lug from the storage 

position shown in the drawing below to the 
position shown in the photo on the left. 
 

2. Using a safe and suitable lifting means, 
attach to the assembly lug to support the 
fill side panel. 

 

 

 
 

 

Assembly lug in 
storage position 

Fill Side panel 

Assembly lug in use position 

Fill side 
extension in 
storage position

Fill side 
extension in 
storage position
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Assemble Fill Side Extension 
3. Using a safe and suitable lifting means, 

pull the fill side extension into place as 
shown in the photos. 

 
4. Rotate each fill side extension into place 

as shown in the photos.  Note the pivot 
point on which to rotate each extension 
(see drawing on next page). 

 
5. Using 3/8 x 1 ½ cap screws, 3/8 flange 

nuts, ½ x 1 ½ cap screws, and ½ flange 
nuts, install the fasteners as indicated in 
the drawing on the next page. 

 

 

 

 

 
 

 
 

 

NOTE!  Do NOT fully tighten fasteners at 
this time. 

Left or front side extension

Detail of left or front side extension

Right or rear side extension 

Detail of right or rear side extension
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3/8” x 1 ½ cap 
screws in sheet 
metal 

Do NOT tighten 
fasteners yet! 

3/8” x 1 ½ cap 
screws in sheet 
metal 

Pivot point; rotate extension out and 
into position at this point 
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Assemble Fill Side Extension 
6. Center the fill side extension in the bin. 
 
7. Tighten all fasteners on horizontal 

surfaces as shown in the photo and in the 
drawing. 

 
8. When all of those fasteners are tightened, 

tighten all fasteners on the vertical 
surfaces of the parts being installed. 

 

 

 
 
 
 
 

 
 
  

Tighten these 
fasteners first. 

Tighten these fasteners next 
(on both sides of the cart). 

Tighten this row of fasteners first.
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Assemble Ladder 
1. Locate the ladder (part # 95174). 
 
2. Position it on the bin as shown in the 

drawing. 

 
3. Drill 11/32” diameter holes in the sheet 

metal in the indicated areas (drawings on 
this page and the next). 

 

 
  

7 5/8” 

Measure  
7 5/8” from 
end of 
tubing to 
install 
ladder 

Drill 
here 

Outside of bin 
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Assemble Ladder 
4. Use 5/16 x 1” self-tapping screws in the 

tubing to secure the ladder to the top 
tubing.  Use 5/16 x 1” cap screws and 
5/16” flange nuts to secure the ladder to 
the sheet metal sides. 

 

 
The photo on the following page shows the 
ladder correctly installed. 

 
 

 
  

Use self-
tapping 
screws in 
tubing 

Drill here; 
use cap 
screws and 
flange nuts 
to secure 

Inside of bin 
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Ladder Correctly Installed 
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Assemble Bin Lip 
Assemble the bin lip: 
 
1. Locate the following bin lip extensions: 
 

Parts:  129448      Panel, bin extension  
                             center 
           129449 (2) Panel, bin extension 

 

 
2. Install the center bin lip extension panel 

(part # 129449) as shown in the sketch. 
 
 

 

 
 

Center bin 
extension panel: 
Part # 129449 

5/16 x 1 
Self tappers 

Do NOT tighten 
fasteners yet! 

NOTE!  Do NOT tighten fasteners 
completely yet. 
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Assemble Bin Lip 
3. Install both of the side extension panels 

(parts #129449), using 5/16 x 1” self-
tappers.   

 
 
 
 
 
The photo shows the extension panels installed 
correctly.  The view is from the inside of the 
cart.  
 

 

 

 

5/16 x 1 
Self tappers 

Center bin 
extension panel: 
Part # 129448 

Bin extension 
panel: 
Part # 129449 

Bin extension 
panel: 
Part # 129449 

Do NOT tighten 
fasteners yet! 

NOTE!  Do NOT tighten fasteners 
completely yet. 
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Assemble Bin Lip 
4. Locate the following parts: 
 

128353     Panel, right bin extension side 
128354     Panel, left bin extension side 
129452     Panel, rear overflow prevention 
129453     Panel, front overflow prevention 
 

Left or front of transporter: 
 
5. Using 5/16 x ¾” carriage bolts and 5/16 x 

1” self-tappers, attach parts # 128354 and 
129453 as shown in the drawing below. 

 
6. Leave the side unbolted as shown in the 

drawing. 
 

 
The photo shows the parts correctly installed 
from the inside of the transporter. 
 

 
  

Left bin extension 
panel: 
Part # 128354 

Front overflow prevention panel: 
Part # 129453 

5/16 x 1 
Self tappers 

5/16 x ¾  
Carriage bolts 

Do NOT 
bolt this 
side yet! 
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Assemble Bin Lip 
 
Right or rear of transporter: 
 
7. Using 5/16 x ¾” carriage bolts and 5/16 x 

1” self-tappers, attach parts # 128353 and 
129452 as shown in the drawing below. 

 
8. Leave the side unbolted as shown in the 

drawing. 
 
The photo shows the parts correctly installed 
from the inside of the transporter. 

 

 
 

 
  

Do NOT 
bolt this 
side yet!

5/16 x 1 
Self tappers 

5/16 x ¾  
Carriage bolts 

Right bin 
extension panel: 
Part # 128353 

Rear overflow prevention panel: 
Part # 129452 
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Assemble Bin Lip 
9. Locate the following parts: 
 

128355 (2) Panel, right center dirt trap side 
128356 (2) Panel, left center dirt trap side 

 
 
 
 
 

 
10. Install these parts as shown in the drawing, 

using 5/16 x 1” carriage bolts, 5/16 flange 
nuts, and 5/16 x 1” self-tappers. 

 
 
 

 
 
 
 
 
 
 

 
  

NOTE!  Each of these parts has 9/32 
holes for 5/16 self-tappers. 

5/16 x 1 
Carriage bolts 

5/16 x 1 
Self tappers 

Left center dirt 
trap side panel: 
Part # 128356 

Right center dirt 
trap side panel: 
Part # 128355 

9/32 holes 
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Assemble Bin Lip 
11. Locate the following parts: 
 

128357    Panel, right dirt trap side 
128358    Panel, left dirt trap side  

 

 
12. Install these parts as shown in the 

drawings below, using 5/16 x 1” carriage 
bolts, flange nuts, and 5/16 x 1” self-
tappers. 

 
 
 
 

 
 
 
 

 
 
  

5/16 x 1 
Self-tappers 

5/16 x 1 
Self-tappers 

5/16 x 1 
Carriage bolts 

5/16 x 1 
Carriage bolts 

Right dirt trap side panel: 
Part # 128357 

Left dirt trap side panel: 
Part # 128358 
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Assemble Bin Lip 
13. Locate the following parts: 
 

129450     Panel, center dirt trap 
129451     Panel, dirt trap 
129474     Panel, dirt trap 

 
 

 
14. Install part # 129450 using 5/16 x 1” self-

tappers as shown in the drawings below. 
 
 

 

 
  

NOTE!  Do NOT tighten the fasteners and 
do NOT attach the sides yet. 

Center dirt trap panel: 
Part # 129450 

5/16 x 1 Self-tappers – 
do NOT tighten 

Install part # 129450 
over these two panels 

Do NOT 
attach 
sides yet!
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Assemble Bin Lip 
15. Install parts # 129451 and 129474 as 

shown in the drawing and photo.  Use 5/16 
x 1 cap screws, 5/16 flat washers, and 
5/16 flange nuts along the outer vertical 
edge. 

 
16. Tighten all side fasteners assembled in the 

previous steps but do NOT tighten 
fasteners across the top horizontally. 

 
Note that photo to the left is shown with hold 
down bar installed. 
 

 

 

 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Center dirt trap panel: 
Part # 129450 

Dirt trap panel: 
Part # 129474 

Dirt trap panel: 
Part # 129451 

5/16 x 1 Self-tappers – 
do NOT tighten 

5/16 x 1 
Cap screws

5/16 x 1 
Cap screws 



Preparation  Infield Crop Transporter 950 

38 12/9/2010 MAN118 

 
Assemble Bin Lip 
17. Locate the following parts: 
 

40030 (2)      Extension, bin lip 
95170 (2)      Bar, hold down 
95171           Bar, center hold down 
129209 (2)    Plate, lap 
G126358 (6) Bolt, 5/16-18 x 1 Carriage 
G431798 (6) Locknut, 5/16-18 USS Nyloc  
                     Hex 

 
18. Using the 5/16 x 1” self-tappers already 

installed in the dirt trap panels, assemble 
the hold down bars (parts # 95170 and 
95171) and bin lip extensions parts # 
40030) as shown in the drawing.   

 

 
19. Using the carriage bolts and locknuts 

indicated in the drawing, use the lap plates 
(parts # 129209) to connect the bin lip 
extensions (parts # 40030) as shown in the 
drawings. 

 
20. Tighten and torque all fasteners. 
 
Refer to the photos on the next page to see 
the bin lip fully assembled on the inside and 
outside of the bin. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Dirt trap panel: 
Part # 129474 

Center dirt trap panel: 
Part # 129450 

Dirt trap panel: 
Part # 129451 

Bin lip extension: 
Part # 40030 

Hold down bar: 
Part # 95170 

Hold down bar: 
Part # 95170 

Center hold down bar: 
Part # 95171 

Lap plate: 
Part # 129209 

Lap plate: 
Part # 129209 

Carriage bolt: 
Part # G126358

Locknut: 
Part # G431798
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Bin lip fully assembled 
 

 
 
 

  

Outside of bin 

Inside of bin 
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Hydraulic System 
Make sure all hydraulic hoses are correctly 
attached and that all hose and connection 
designations match. 
 
Before running your transporter for the first 
time, purge the hydraulic system of air as 
described in the next two pages.  This is 
necessary to prevent damage to the 
transporter and/or injury to you. 
 
Use the appropriate tractor for operating the 
transporter.  The transporter requires 18 
gallons of hydraulic fluid to charge with all 
cylinders extended. 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
  

CAUTION 
It is important that your tractor has 
sufficient hydraulic capacity.  If it does not, 
the cylinders will not raise and lower the 
cart evenly, which can cause damage to 
the cart.  Insufficient hydraulics can also 
make the cart less stable, increasing the 
risk of injury. 

WARNING 

 
 

When working with hydraulics, remember 
the following: 
 
 Escaping hydraulic fluid under 

pressure can penetrate the skin, 
causing skin injury. 

 
 Avoid the hazard by relieving pressure 

before discontinuing hydraulic or other 
lines.  Tighten all connections before 
applying pressure. 

 
 Search for leaks with a piece of 

cardboard.  Protect hands and body 
from high pressure fluids. 

 
In an accident occurs, see a doctor 
immediately.  Any fluid injected into the 
skin must be surgically removed within a 
few hours or gangrene may result.  
Doctors unfamiliar with this type of injury 
should reference a knowledgeable medical 
source.  Such information is available from 
Deere & Company Medical Department in 
Moline, Illinois, U.S.A. (309-765-8000). 
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Purge the Lifting Cylinder 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
1. Check the tractor’s hydraulic system to 

make sure it has the proper fluid level. 
 
2. Attach the cart’s hydraulic lines to the 

tractor. 
 

 
3. Slowly raise the bin until the lifting cylinder 

is partially extended. 
 
4. Check the hydraulic system fluid level; add 

fluid if necessary. 
 

 
5. Continue raising the bin until the lifting 

cylinder is fully extended as in the drawing.
 

 
 
6. Check the hydraulic system fluid level; add 

fluid if necessary.   
 
7. Cycle the cylinder a few times to make 

sure all air is out of the system. 
 

8. Retract the lifting cylinder. 
 

  

Lifting cylinder

DANGER 
Do NOT attempt these steps until the left 
tire (from the tractor seat) has been filled 
with liquid ballast.  The tire MUST be filled 
in order for the transporter to remain stable 
during the lifting process.  Failure to fill the 
tire with ballast before lifting the basket 
puts you at risk of severe injury or even 
death. 
 
See page 17 for more information on liquid 
ballast. 
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Purge the Dumping Cylinder 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
1. Raise the bin until the dump side of the bin 

is horizontal as in the photo. 
 

 
2. Check the tractor’s hydraulic fluid level; 

add fluid if necessary. 
 

3. Continue raising the bin until the dumping 
cylinder is fully extended as in the photo. 

 

 

 
4. Check the tractor’s hydraulic fluid level; 

add fluid if necessary. 
 

5. Cycle the dumping cylinder several times 
to make sure all the air is out of the 
system. 

 
 

 

DANGER 
Do NOT attempt these steps until the left 
tire (from the tractor seat) has been filled 
with liquid ballast.  The tire MUST be filled 
in order for the transporter to remain stable 
during the lifting process.  Failure to fill the 
tire with ballast before lifting the basket puts 
you at risk of severe injury or even death. 
 
See page 17 for more information on liquid 
ballast. 

Dumping cylinder
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Operating Instructions 
Please read the following before operating the 
transporter: 
 
 This machine should be properly lubricated 

upon delivery.  Please inspect all grease 
fittings and pivots for grease (refer to 
Chapter 4, Maintenance).  If they are not 
already lubricated, lubricate before 
operating. 

 
 Read Chapter 1, Safety, before operating. 

 
 Perform all required assembly in Chapter 

2, Preparation. 
 

 

Warnings 
Remember the following: 
 
 Operate on level ground.  If this is not 

possible, dump with the fill side lower than 
the dump side to minimize the chance of 
overturning. 

 
 Be aware of the extended height of the 

transporter (see drawing on following 
page).  The fully extended transporter is 
over 30 feet tall. 

 
 Do NOT operate the transporter unless the 

left tire (from the tractor seat) has been 
filled with liquid ballast.  See page 17 for 
more information on filling the tire. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
  

DANGER 

 
 
Check overhead clearance to ensure that 
no power lines, overhead limbs, or any 
other obstructions exist.  When fully 
raised, the AMADAS ICT 950 stretches 
over 30’.  Contact with an obstruction, or 
high voltage power line could result in 
death, electrocution, or serious personal 
injury. 
 

DANGER 
NEVER operate the machine or lift the 
basket until the left tire (from the tractor 
seat) has been filled with liquid ballast.  
The tire MUST be filled in order for the 
transporter to remain stable during the 
lifting process.  Failure to fill the tire with 
ballast before lifting the basket puts you at 
risk of severe injury or even death. 
 
See page 17 for more information on liquid 
ballast. 
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364”
30.3’

165” 
13.8’ 

185” 
15.5’ 
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Hitch 
The hitch on the transporter is adjustable to 
the size of the tractor drawbar clevis pin.  The 
drawing and photos show how the hitch is 
assembled and the different sizes that are 
available.  The size of the pin clearance is 
determined by the number of polyurethane 
cushion spacers that are installed.  These 
cushions can help reduce play in worn hitches. 
 
IMPORTANT!  Once the hitch has been 
adjusted to the pin spacing needed for your 
tractor, torque the bolt to 200 ft/lbs.  It is also 
recommended that you use a thread locking 
compound. 
 

 
 

 
Hitch fully assembled and ready to use: 
 

 
It is recommended that a drawbar equipped 
with a 2” clevis pin be used to pull the 
transporter.  However, smaller clevis pins can 
be used by changing the number of 
polyurethane cushion spacers used.  The 
following page shows possible configurations.  
Always adjust the spacers to have a tight fit to 
your drawbar pin. 
 
 
 

 

  

Hitch base 

Top plate 

V block 

Retainer bolt 

Polyurethane 
cushion 
spacer 

IMPORTANT!  NEVER use a clevis pin 
less than 1 ½” to tow the transporter. 
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Hitch 
Note that the hitch is only partially assembled 
in the following photos; the top plate, v block 
and retainer bolt are not yet installed. 

 
Hitch with one spacer 

 

 
Hitch with two spacers 

  

One spacer 

Two spacers
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Attaching the Tractor 
1. Position the bolts in the hitch assembly so 

that the tongue will be level when attached 
to the tractor’s draw bar.   

 
 
 
 

 
 
 
 
 
 

 
 

2. Attach the transporter to the tractor. 
 
3. Raise the jack until all weight has been 

removed and then remove the pin on the 
jack. 

 

 
 

 
4. Rotate the jack leg up as in the photo and 

replace the pin. 
 

 
5. Connect the two pairs of hydraulic hoses 

and the light connector coming from the 
ICT950 to the tractor.  Make sure that the 
hydraulic hoses are kept in pairs and each 
pair is connected to the same tractor 
hydraulic remote. 

 

Adjust bolts; 
torque to 100 ft/lbs

NOTE! If the hitch and tractor draw bar 
height still do not line up, you can move 
the entire hitch assembly to a different 
setting on the tongue.  See photo below. 
 
If you loosen and/or move bolts, make 
sure they are torqued as indicated in the 
photo before attaching the tractor. 

If still needed, 
move these bolts 
on both sides; 
torque to 400 ft/lbs

Jack pin

Jack pin 
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Transportation 
The Infield Crop Transporter is over 15 feet tall 
with the basket in the fully retracted position.  
You need to be aware of the size of the 
transporter when you tow the machine. 
 
Please remember the following when towing 
on open roads: 
 
 Pull out emergency flashers before towing. 
 
 ALWAYS follow safe driving practices. 
 
 

 
 Your tractor speed depends on the road 

conditions.  NEVER exceed a safe turning 
or braking speed. 

 
 Do NOT exceed 20 MPH when towing your 

transporter. 
 

 Your transporter is equipped with a Slow 
Moving Vehicle sign.  Please make sure 
the sign is kept in good condition and is 
cleaned before the transporter is towed. 

 

 
  

Slow moving vehicle sign
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Lift Cycle 
The photos on the following 
two pages show the transporter 
cycling through the lift process. 
Notice the height of the 
transporter when fully 
extended. 
 
IMPORTANT!  Read the 
operating instructions and 
warnings on page 44 before 
running the machine through 
the lift cycle. 
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Lift Cycle 
 
IMPORTANT!  Read the 
operating instructions and 
warnings on page 44 before 
running the machine through 
the lift cycle. 
 

 
 

 
 

 
 
 

 

 

 

 
 

 
 



Operation  Infield Crop Transporter 950 

52 12/9/2010 MAN118 

NOTES 
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Before Performing 
Maintenance 
When performing maintenance on this 
transporter: 
 
 Do NOT make any adjustments or attempt 

any maintenance while the transporter is in 
operation or towed. 

 
 Follow all safety warnings indicated by the 

decals on the transporter or in this manual. 
 

 
 

 

 
 

 
  

WARNING 

 
 

When working with hydraulics, remember 
the following: 
 
 Escaping hydraulic fluid under 

pressure can penetrate the skin, 
causing skin injury. 

 
 Avoid the hazard by relieving pressure 

before discontinuing hydraulic or other 
lines.  Tighten all connections before 
applying pressure. 

 
 Search for leaks with a piece of 

cardboard.  Protect hands and body 
from high pressure fluids. 

 
In an accident occurs, see a doctor 
immediately.  Any fluid injected into the 
skin must be surgically removed within a 
few hours or gangrene may result.  
Doctors unfamiliar with this type of injury 
should reference a knowledgeable medical 
source.  Such information is available from 
Deere & Company Medical Department in 
Moline, Illinois, U.S.A. (309-765-8000). 
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Before Performing Maintenance 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Regular Maintenance 
We strongly recommend that you perform 
regular maintenance on your transporter to 
help ensure safe and efficient operation.  It is 
extremely important that you follow the 
lubrication guidelines to keep the machine 
functioning. 
 
 

Parts 
If you need to replace any parts, please 
contact your AMADAS dealer.  Refer to your 
Parts Catalog for part numbers.  When you 
order parts, have the model and serial 
numbers handy.  These are located on a plate 
on the front cross frame. 
 

 

 
 

Scheduled Maintenance 
The Maintenance Schedule on the next page 
lists the items that need maintenance on a 
regular basis.  Refer to the photos on the 
following pages for locations of each item. 
 
 

 
  

DANGER 

 
 
Check overhead clearance to ensure that 
no power lines, overhead limbs, or any 
other obstructions exist.  When fully 
raised, the AMADAS ICT950 stretches 
over 30’.  Contact with an obstruction or 
high voltage power line could result in 
death, electrocution, or serious personal 
injury. 

Model and serial number plate

IMPORTANT!  It is important to the safety 
and efficiency of your transporter that 
regular lubrication and maintenance be 
performed.  The service intervals 
suggested below are for ideal conditions.  
If your machine is run in less than ideal 
conditions, you will need to perform 
maintenance more frequently than 
indicated on the chart. 
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Schedule 

Item 
Photo on 
Page # 

Interval Notes 

Grease fitting #1 57 Daily 
 Good quality general 

purpose grease 
 4 pumps 

Grease fittings #2, 3, 4 57 Weekly 
 Good quality general 

purpose grease 
 6-7 pumps 

Grease fittings #5, 6, 7, 8 58 Weekly 
 Good quality general 

purpose grease 
 6-7 pumps 

Grease fitting #9 59 Daily 
 Good quality general 

purpose grease 
 4 pumps 

Grease fittings #10, 11, 12 59 Weekly 
 Good quality general 

purpose grease 
 6-7 pumps 

Grease fitting #13 60 Weekly 
 Good quality general 

purpose grease 
 6-7 pumps 

Wheel bearings 60 Yearly 

 Repack wheel bearings with 
good quality wheel bearing 
grease 

 Inspect seals and bearings 
and replace any parts that 
show damage or wear 

Wheel lugs 60 

Daily  Check to see if all wheel 
lugs are tight 

Yearly  Check wheel lugs for proper 
torque (400 ft/lbs) 

Tires 60 

Daily  Inspect tire for damage and 
noticeable low inflation 

Weekly 

 Check tires for proper 
inflation  

 26 psi 24.5 x 32  
 28 psi 30.5 x 32 
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1 

2 

3 
4 

Detail of Grease fitting #1 Detail of Grease fitting #2

Detail of Grease fitting #3 
Detail of Grease fitting #4
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Detail of Grease fitting #5 Detail of Grease fitting #6

Detail of Grease fitting #7 Detail of Grease fitting #8

5 
6 

7 8 
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Detail of Grease fitting #9 Detail of Grease fitting #10 

Detail of Grease fitting #11 Detail of Grease fitting #12 

9 

10 

11 

12 
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Grease fitting #13 

Wheel bearings

Wheel lugs

Tires 
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Tires and Wheels 
It is important that you maintain tires regularly.  
Pay close attention to all caution notices, both 
in this manual and on the machine. 
 
 

Care and Service of Tires 
To properly care for and service your tires: 
 
 Check tires daily for damage or noticeable 

low pressure.  Air pressure should 
generally be: 
 
24.5 x 32 tire:  26 PSI 
30.5 x 32 tire:  28 PSI. 

 
 At least every 100 hours of operation, 

check the tire pressure.  If the tires contain 
liquid ballast, use a special air-water gauge 
and measure with valve stem at the 
bottom. 

 
 A small puncture in the tubeless tire can be 

temporarily repaired without dismounting 
the tire, thus avoiding down time during a 
busy season. 

 
 Protect tires from exposure to sunlight, 

petroleum products, and chemicals. 
 

 Drive carefully.  Try to avoid rocks and 
sharp objects. 

 
 Bolts should be torqued to 400 ft/lbs 

(clean, dry bolt). 
 
 Remove mud/dirt from inside of hub. 
 
 Clean hub seasonally. 
 
 
 
 
 
 
 
 

 
 

 

IMPORTANT!  Make all repairs as quickly 
as possible.  If making a temporary repair, 
permanently repair the tire as soon as 
possible to prevent further damage. 

CAUTION 

 
Explosive separation of a tire and rim 
parts can cause serious injury or death.  
To safely maintain your tires: 
 
 Do NOT attempt to mount a tire unless 

you have the proper equipment and 
experience for the job. 

 
 ALWAYS maintain correct tire 

pressure.  NEVER inflate the tire 
above the recommended pressure. 

 
 NEVER weld or heat a wheel and tire 

assembly.  The heat can cause an 
increase in air pressure resulting in a 
tire explosion.  Welding can 
structurally weaken or deform the 
wheel. 

 
 When you install tires, use a clip-on 

chuck and extension hose long 
enough to allow you to stand to one 
side and NOT in front of or over the 
tire assembly.  Use a safety cage if 
available. 

 
 Frequently check wheels for low 

pressure, cuts, bubbles, damaged 
rims, or missing lug bolts and nuts. 
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Fill Side Tire 
The transporter MUST be operated with the fill 
side tire filled with liquid ballast in order to 
balance the transporter during the dumping 
process.   
 

 

Recommended Solution 
 
Calcium chloride  
3.5 pounds per gallon of water  
 
If you chose not to use the recommended 
solution, make sure anti-freeze is a 
component of the liquid used to fill the tire.  
 
The tire should be filled to the top of the rim as 
shown in the photo. 
 

 

 
 
 

 

 
  

Fill side tire 

Tire should be filled to line 

DANGER 

NEVER operate this machine without 
liquid in the fill side tire.  A solution of 
calcium chloride is recommended; 
however, anti-freeze MUST be a 
component of whatever liquid is used to fill 
the tire if you choose not to use the 
calcium chloride.  It is also recommended 
that you see a service professional to 
have the tire filled. 
 



Infield Crop Transporter 950  Maintenance 

MAN118 12/9/2010 63 

Beginning of the Season 
Before you begin using your transporter at the 
beginning of each season, do the following: 
 
1. Thoroughly clean the transporter. 
 
 
 
 
 
 
2. Check all hydraulic fittings, paying 

attention to all hydraulic warnings. 
 
3. Lubricate all grease points. 

 
4. Make sure all bolts are tightened. 
 

End of the Season 
Perform the following maintenance at the end 
of each season to make sure your transporter 
is properly stored for winter: 
 
1. Thoroughly clean the transporter. 
 
2. Touch up paint to prevent rust. 

 
3. Lubricate all grease points. 

 
  

IMPORTANT!  If using a pressure washer, 
do NOT direct water spray at the bearings.  
High pressure can damage bearing seals, 
causing premature failure. 
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