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NOTES

The Terms "Left" and "Right" used in the description of parts are determined
by facing the direction of travel of the machine.
"A/R" found in the "No. Req'd" column denotes "As Required".
"OPT" found in the "No. Req'd" column denotes "Optional”.
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FILL CAVITY WITH SiLICONE

DETAIL A
SCALE 0.188

FOR A LISTING OF FREQUENTLY REPLACED FASTENERS,
REFER TO "QUICK REFERENCE: FASTENERS."

SEE TABLE OF CONTENTS IN BASIC COMBINE SECTION
FOR LOCATION,



MP921-6 HEADER PICK-UP; WITH BANDS

I TEM|PART NUMBER DESCRIPTION QTY SHOWN[QTY REQ‘D COMMENTS
1 | 1641 WASHER, 1-3/8 X 13/32 X 14GA. 2 12
23005 COLLAR, 1.3/16 ECC. LOCKING 3 AR INCLUDED WITH BEARING
3 13010 BEARING, 5/8 CAM FOLLOWER RADIAL 2 24
4 13080 COLLAR, 1-7/16 ECCENTRIC LOCKING 3 A/R INCLUDED WITH BEARING
5 3091 FLANGETTE, 72MS FOR 1-3/8 & 1-7/16 BEARING 3
6 [3093 FLANGETTE, 62MS FOR 1.3/16 BEARING 4
7 3096 INSERT, 1.3/16 REPLACEMENT BEARING 2
8 [3098 INSERT, 1-7/16 REPLACEMENT BEARING W/COLLAR 3
9 3171 BEARING, 1.3/16 PILLOW BLOCK |
10 4480 CHAIN, COUPLING ROLLER !

11 [5730 COUPLING, C4016 X 2/1.3/16 2

12 [6303 TIGHTENER, SPRING 3 180
13 (7079 SPRING, TORSION BENT; LONG I 168
14 (7086 SPRING, TORSION BENT; LONG; LEFT HALF | 6

15 [7087 SPRING, TORSION BENT; LONG RT HALF | 6

16 |10988 ROTOR, RIGHT 21 HEADER PICKUP |

17 110989 ROTOR, LEFT 21° HEADER PICKUP I

18 |20178 BUSHING, POLY. (STRIP./HEADER); 7/8 LONG 2 12
19 |20179 BUSHING, 1.063 OD X .406 ID X .948 AST 2 12
20 20571 SCREW, 5/8-18 X 2-1/2; 1/4 HEAD I 12
21 62131 ROLLER, VINE

22 [62132 ROLLER, VINE

23 [62133 BAR, 21’ HEADER PICKUP; LEFT | 6

24 |62134 BAR, 21’ HEADER PICKUP; RIGHT | 6

25 193576 MOUNT. CENTER BEARING |

26 {54100 CAM, ROUND PICKUP 2

27 94518 FRAME, 21° HEADER PICK-UP |

28 [126804 PLATE, HEADER BAND MOUNTING |

29 | 126805 PLATE, HEADER BAND MOUNTING I

30 |126900 BAND, 10 GA.STAINLESS STEEL HEADER 3 59
31 127045 MOUNT, 3-HOLE FLANGE BEARING ?

32 |128337 BUSHING, PLUG |

33 [128407 PLATE, HEADER BAND MOUNTING 2

34 128408 PLATE, HEADER BAND MQUNTING ?

35 [6120377 NUT, 3/8-16 USS; GRADL 5 I 36
36 |6124944 NUT, 5/8-18 SAE JAM 1 12
37 {6131016 WASHER, 5/8 SAE FLAT 4 48
38 [6180023 SCREW, 1/4-20 X | USS CAP; STAINLESS STEEL 4 236
39 [6189306 SCREW, 3/8-16 X 3-1/2 USS CAP; GRADE 8 | 36
40 |6273353 NUT, 1/4-20 DUAL TAPPED WELD | 59
41 6431799 LOCKNUT, 3/8-16 USS NYLOCK HEX ] 36







MP921-6,-6R HEADER AUGER

ITEM]PART NUMBER DESCRIPTION QTY SHOWN|QTY REQ'D COMMENTS
| | 1840 PIN, LATCH 2
2 |3029 COLLAR, 1-11/16 ECCENTRIC LOCKING \ A/R INCLUDED WITH BEARING
3 3092 FLANGETTE, 85MS FOR 1-11/16 BEARING 4
4 13099 INSERT, 1-11/16 REPL. BEAR'G;NONRELUB Z
5 |5738 BUSHING, 02 1-11/16 ?
6 110421 SHAFT, AUGER STUB |
T ]10985 SHAFT, AUGER STUB |
8 115928 LIGHT, AMBER,FRONT;RIGHT AND LEFT 2
9 51751 AUGER, 21° HEADER I
10 |61093 PLATE, AUGER ADJ. 2
11 93355 FRAME, VERTICAL CONNECTING 2
12 183721 LUG, HEADER LIFTING 2
13 194519 FRAME, HEADER LOWER; 21° |
14 194520 BEAM, AUGER SUPPQRT; 21° |
15 [126833 PLATE, LEFT HEADER QUTLET |
16 [126834 PLATE, RIGHT HEADER QUTLET |
17 1126819 PANEL, CTR 25°' AUGER FRAME FLOOR (1/4X3) |
18 |127368 STRIPPER, CENTER ROLLER |
19 1274135 PLATE, ANGLE
20 1127899 EXTENSION, HEADER HOUSING |
21 1128044 SLIDE, LATCH PIN; LEFT |
22 |128045 SLIDE, LATCH PIN; RIGHT |
23 128121 PANEL, RIGHT AUGER SUPPORT |
24 |128122 PANEL, LEFT AUGER SUPPORT |
25 [128123 PLATE, CENTER OVERHEAD VINE STRIPPER |
26 |128408 STRIPPER, ROLLER; 21 HEADER 2
271 [128410 PANEL, LEFT 21" AUGER FRAME FLOOR (1/4X3) |
28 | 128411 PANEL, RIGHT 19" AUGER FRAME FLOOR (1/4X3}

29 |l28412 PLATE, END OVERHEAD VINE STRIPPER; 21° 2
30 | 128413 PLATE, VINE STRIPPER; 21~ 4
31 | 128414 PANEL, LEFT AUGER |
32 | 128415 PANEL, RIGHT AUGER |
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| MP921-6, -6R DRIVES AND SHIELDS |

ITEM|PART NUMBER DESCRIPTION OTY SHOWN|QTY REQ'D COMMENTS
I [2020 NUT, 5/8-11,2X%1-3/4 IDLER ADJ 3
2 |5122 IDLER, NO.60 CHAIN SPROCKET 3
3 5689 BUSHING, Q1 1-11/16 |
4 |71023 CATCH, HOOK 3
5 |7024 HOOK, SPRING LOADED; 90 DEGREE 3
6 [51051 SPROCKET, 60B48 F1-3/16 |
1 |51079 SPROCKET, 60B24 FI-7/16; 2 SETSCREWS |
8 51246 SPROCKET, 60B19F|; STANDARD KWY |
9 151342 MOUNT, SPEED SENSOR; HEADER |
10 |51488 SPROCKET. GOAIB SHAFT SPEED INDICATOR, I-11/16 |
11 [80198 ACTUATOR, HALF: LARGE MAGNETIC 2
12 124341 BRACKET, HEADER SPEED SENSOR |
13 [124870 STOP, HEADER SHIELD |
14 1273011 SHIELD, RATCHET JACK 2
15 [127406 MOUNT, MOTOR |
16 (127416 SHIELD, PICK-UP DRIVE |
17 |127482 SHIELD, SHAFT SPEED INDICATOR |
18 127146 MOUNT, SHAFT SPEED PICK-UP 2
19 | 128364 SHIELD, HEADER |
20 |4043D-69 CHAIN, NO.60 ROLLER, 67 PITCHES+CONN.+OFFSET |
21 |4043D-80 CHAIN, NO.60 ROLLER, 89 PITCHES+CONNECTOR !
22 14043D-102 CHAIN, NC.60 ROLLER, 101 PITCHES + CONNECTOR
23 |60Bi3-1-7 SPROCKET, 60B13-1-1 |
24 |60B23-1 SPROCKET, 60623 F1 1
25 | 60048 SPROCKET, 60048 1
26 |61T767 HINGE, 22 X 1/4 PIN Z1INC PLATED 1
21 |6116003 NUT, 10-24 USS ?
28 16132852 SCREW, 10-24 X I-1/4 ROUND HEAD MACHINE ?
29 16180071 SCREW, 1/4-20 X | FLANGE HEAD 4
30 |JAHI 16104 SENSOR, SHAFT SPEED (40-47) I
31 [JAHI31320 SWITCH, SLOW SHAFT SPEED |
32 |JHID4418 NUT, SENSOR FOR TRANSMISSION 4
33 | JHIeB924 SCREW-LOCK, STAINLESS STEEL 4







MP925-6,-6R HEADER HYDRAULICS

ITEM|PART NUMBER DESCRIPTION QTY SHOWN |QTY REQ'D COMMENTS
I 14957 MANIFOLD, 2 CHECK FOR REV.HLADER 1
2 15936 MOTOR, HYD 9.9/CU.IN BI-ROTATION 2
3 (20289 CLAMP, DUAL 1.3/16 OD HOSE; §/S |
4 180422 PLUG, PROTECTIVE; .456 DIA, 4
5 | 124726 MOUNT, HEADER QD !
6 (140183 VALVE, REVERSING, 3POS;FITS 14957 I
7 (140313 HYDF, 12 ORB F -3/4 QD F i
8 [140314 HYDF, 12 ORB F -3/4 GD M J
9 140382 HOSE, 3/4X19 3000 PSI HYDRAULIC I
10 1140382 HOSE, 3/4%19 3000 PSI HYDRAULIC 1
11 1140383 HOSE, 3/4 X 31 3000 PSI HYDRAULIC |
12 1140383 HOSE, 3/4 X 31 3000 PSI HYDRAULIC [
13 140387 HOSE, 3/4 X 83 3000 PS1 HYDRAULIC 1
14 1140407 HOSE, 3/4 X 55 3000 PS1 HYDRAULIC 1
15 |J38H1006 ELBOW, STRAIGHT THREAD (10 C50L0) |
16 | J38HI162 HYDF, -10 ORFS TO -10 ORB STRT 9
17 |J38HIIE3 HYDF,-12 ORB TO -12 ORS STRT |
18 |JHI1T229 YOKE, CLAMP QUICK DISCONNECT COUPLER 4
19 |JR26906 O-RING, -10 ORB (1/8-14 STRT THRD) 10
20 [JT77838 O-RING, -12 ORFS |
2l |JT71932 O-RING, -10 ORFS 10
22 | Juiz2s47 O-RING, -12 ORB {1-1/16 STRT THRD) 2
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MP921-6 GAUGE WHEELS & VINE HOLD-DOWN

ITEM|PART NUMBER DESCRIPTION QTY SHOWN OTY REQ'D COMMENTS

I [1590 FITTING, GREASE 3/16 DRIVE-IN X 1/2 LG 2

2 2908 CLEVIS, | X 3-1/16 W/HOLES 4

3 | 1420 SPRING, VINE HOLD-DOWN 57 COMPONENT OF OPTIONAL 70991 VINE HOLD-DOWN KIT
4 20633 CAP, CASTER SPACER 2

5 20634 BUSHING, CASTER; 2-5/8 LONG 2

6 [62025 CASTER, LEFT GAUGE WHEEL |

7 |62026 CASTER, RIGHT GAUGE WHEEL 1

8 |80114 WHEEL ASSEMBLY, STI55/80R13, 4 ON4 2

9 80453 JACK, RACHET 2

10 83565 BAR, VINE HOLD-DOWN SUPPQRT 2 COMPONENT QF OPTIQNAL 70991 VINE HOLD-DOWN KIT
11 93614 TUBING, VINE HOLD-DOWN SUPPORT 2 COMPONENT OF OPTIONAL 70991 VINE HOLD-DOWN KIT
12 193615 BAR, VINE HOLD-DOWN CLAMPING 4 COMPONENT OF OPTIONAL T0991 VINE HOLD-DOWN KIT
13 93767 MOUNT, GAUGE WHEEL 2

14 193769 TRUSS, GAUGE WHEEL 2

15 {84342 MOUNT, GAUGE WHEEL 2

16 94521 FRAME,VINE HOLD-DOWN; 21° | COMPONENT OF OPTIONAL 70991 VINE HOLD-DOWN KIT
17 1127413 PLATE, LUG 2

18 |80113E BOLT, LUG 8

19 |GI80079T SCREW, 5/16-18 X 1 TAP. WASHERHEAD 51 COMPONENT OF OPTIONAL 70991 VINE HOLD-DOWN KIT
20 {580113 ASSEMBLY, HUB,CUP,CONESROLLERS,SEAL 2




DECALS

ITEM | _PART NO. DECRIPTION QTY SHOWN| QTY REQD
- 8382  DECAL, DANGER: KEEP CLEAR...AUGER 1

- 8182 DECAL, DANGER: NO CLIMB | 1
- 837 DECAL, AMADAS; 15" GRAY R

- 424 DECAL, 3M HONEYCOMB YELLOW REFLECTIVE | AR

- 8425 DECAL3MHONEYCOMBREDREFLECTVE | | AR
- 805D DECAL, 921-6 HEADER 2

PAGE 12




NUMERICAL PARTS INDEX

PART NO. PAGE PART NO. PAGE PART NO. PAGE
1580 1" 62133 3 140314 9
1641 3 62134 3 140382 9
1840 5 80114 " 140383 9
2020 7 80198 7 140387 9
2908 " 80422 9 140407 9
3005 3 80453 1" 4043D-102 7
3010 3 80650 12 4043D-69 7
3029 5 93355 5 4043D-80 7
3080 3 93565 i 60B13-1-7 7
3091 3 93576 3 60B23-1 7
3092 5 93614 il 60Q48 7
3093 3 93615 I 80113E "
3086 3 93727 5 116003 7
3098 3 93767 i G120377 3
3099 5 93769 1 G124944 3
3171 3 94100 3 G131016 3
4480 3 94342 11 132852 7
5122 7 94518 3 180023 3
5689 7 94519 5 G180071 7
5730 3 94520 5 G180079T 1"
5738 5 94521 1 G189306 3
6303 3 124341 7 (273353 3
7023 7 124726 9 G431799 3
7024 7 124870 7 J38H1006 9
7079 3 126804 3 J38H1162 9
7086 3 126805 3 J38H1163 9
7087 3 126833 5 JAH116104 7
7420 11 126834 5 JAH131320 7
8182 12 126879 5 JH104418 7
8382 12 126900 3 JH117229 9
8397 12 127045 3 JH168924 7
8424 12 127368 5 JR26906 9
8425 12 127371 7 JT77858 9
10421 5 127406 7 JT77932 9
10988 5 127413 1" JU12547 9
10988 3 127415 5 S80113 11
10982 3 127416 7
14957 9 127482 7
15928 5 127746 7
15936 9 127899 5
20178 3 128044 5
20178 3 128045 5
20288 9 128121 5
20571 3 128122 5
20633 11 128123 5
20634 (hl 128337 3
51051 7 128364 7
51078 7 128407 3
51246 7 128408 3
51342 7 128409 5
51488 7 128410 5
51751 5 128411 5
61093 5 128412 5
81767 7 128413 5
62025 " 128414 5
62026 11 128415 5
62131 3 140183 9
62132 3 140313 9
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ONE-YEARLIMITED WARRANTY
For AMADAS INDUSTRIES 9960 SP Peanut Combine Components

A.General Provisions

The Warranties described below are provided by AMADAS INDUSTRIES (“AMADAS”) covering the AMADAS
manufactured parts and components on the 9960SP self propelled peanut combine. These warranties are provided through
AMADAS authorized dealersto the original purchaser of eachnew AMADAS 9960 SP peanut combine. AMADAS will repair
or replace, at its option, any part covered under warranty which is found to be defective in material or workmanship during
the applicable period of warranty. The period of this warranty is one year, which is deemed by AMADAS to equal 12 months,
250 separator hours, or 500 engine hours, whichever comes first.

B. Whatis Warranted?

All AMADAS manufactured parts and components of any new AMADAS 9960 SP peanut combine, except tires,
tubes, filters, belts, chains, drivelines, picking and header springs, and other wear parts are warranted for 12 months, 250
separator hours, or 500 engine hours, whichever comes first. The warranty period will begin when the combine is delivered
tothe purchaser and will last until twelve months have passed or the combine has registered 250 separator hours or 500 engine
hours according to the cornerpost separator hours display in the cab. AMADAS will repair or replace, at its option, any new
part or component under the above warranty, if a defect in material or workmanship appears in such part or component and
isteported to AMADAS before the expiration of the applicable equipment warranty. Tires, tubes, filters, belts, chains, picking
and header springs, drivelines, and other wear parts are not warranted by AMADAS beyond that offered by the items original
manufacturer.

Used equipment is not warranted by AMADAS unless it is specifically covered by a separate warranty document.
The above warranties cover only defective material and workmanship. The warranties donot cover any depreciation or failure
caused by normal wear, lack of proper maintenance or use, misuse, lack of proper protection during storage, or accident. The
purchaser shall pay all costs of routine maintenance and/or replacement of maintenance and wear items.

C.Unapproved Service or Modification

Allobligationsof AMADAS under this warranty are terminated ifthe combine ismodified, serviced, oraltered in ways
notapproved by AMADAS, The warranty will be terminated if there is any sign oftampering with ormodification of the separator
or engine hours measurement system.

D. Securing Warranty Service

To secure warranty service, the purchaser must (1) report the product defect and request repair within the applicable
warranty period, (2) present evidence of the date of delivery of the peanut combine, and (3) make the combine available at an
AMADAS authorized dealer within a reasonable period of time. If the purchaser cannot make the machine avaiable at an
authorized dealer's facility, the purchaser shall be responsible for the mileage and costs associated with a field service call.

E.NoDealer Warranty

The selling dealer makes no warranty of his own on any item warranted by AMADAS, and makes no warranty on
other items. The dealer has no authority to make any representation or promise on behalf of AMADAS, or to modify the terms
or limitations of this warranty in any way.

F. Whatare your Responsibilities?

a. Sign the AMADAS machinery delivery form, which will be given to you by the dealer.

b. Read the operator’s manual before operating the equipment.

c. Perform all necessary maintenance as described in the operator’s manual.

d. Contact an AMADAS authorized dealer promptly on any claim for warranty service.

e. Deliver the machine to an AMADAS authorized dealer at your expense during normal working hours for any

needed warranty services.
G. Disclaimer
There areno warranties that extend beyond the description here. ANY WARRANTIES OF MERCHANTABILITY

ANDFITNESSFORANY PARTICULARPURPOSE ARE SPECIFICALLY DISCLAIMED ASAREALL OTHER REPRE-
SENTATIONS TO THE PURCHASER. AMADAS specifically excludes any liability on behalf of the company for any
incidental or consequential damages including, but not limited to, crop loss, loss of profits, rental of substitute equipment, or
other commercial losses. AMADAS shall not be responsible for expenses or inconveniences that you might incur or experience
withrespecttothe AMADAS peanut combine, nor shall AMADAS be liable for defects, damage, or failures caused byaccident,
improper storage, unreasonable use, or abuse, including the failure to provide reasonable and specified maintenance. This
warranty applies onlyto the original purchaser ofthe equipment. Because some states donot allow the exclusion of limitations
ofincidental or consequential damages, the above limitation maynot applyto you. This warranty gives youspecific legal rights.
Y ou may also have other rights, which vary from state to state. Where there is a conflict between a provision of this warranty
and the provision of any state, the state legislation prevails.

AMADAS
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