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Calibrate Autotrak for 
9970 with Wheel Angle 
Sensors 
Use this form to calibrate Autotrak on the 
SP9970 equipped with wheel angle 
sensors.   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Before beginning the calibration: 
 
1. Make sure payload AXE17165A is 

loaded into the SSU.  (See 
www.amadas.com, Technical Bulletins 
page, if you need more information.) 

 
2. Check address SSU42 and make sure it 

is set at 2.  If you need additional 
instructions on how to check the 
address, see page 5. 

 
3. Once Steps 1 and 2 are completed, you 

can continue with Step 4 to calibrate the 
Autotrak. 
 

 
 
Most of the calibration is done using the arm 
rest console.  Note that the controls used 
are shown in the above photo.  In the 
following instructions, “FUNCTION” and 
“ENTER” refer to the buttons in the above 
photo. 
 

 
 
4. Use the above controls to enter the 

Diagnostic screen.  Select Diagnostic 
Adresses from that screen and then 
select the SSU controller.  Then scroll to 
Address 28 as shown in the above 
screen.  See page 4 if you need 
information to access the device. 

 
5. Press the ENTER button; the CAL 

screen displays. 
 

Use this knob 
to scroll 

Enter  
button

Function
button

 WARNING 
The combine must be running to perform 
this procedure.  Before starting the 
combine, make sure: 
 
 no one is near the combine 

AND 
 the hydrostat handle is in neutral 

AND 
 the parking brake is engaged. 
 
Sound the horn twice and then start the 
combine.  Once the combine display has 
loaded, you can begin the procedure. 
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6. Scroll to highlight the ENTER icon           

that is displayed on the screen: 
 
7. Press the ENTER button; the S-L (steer 

left) screen displays. 
 

 
 
8. Turn the steering wheel as far to the left 

as possible until it locks into place. 
 
9. Scroll to the down arrow on the S-L 

screen. 
 

 

 
10. Press the ENTER button; release the 

steering wheel.  The S-r (steer right) 
screen displays. 

 

 
 
11. Turn the steering wheel as far to the 

right as possible until it locks into place. 
 
12. Scroll to the down arrow on the S-r 

screen. 
 

 
 

13. Press the ENTER button; release the 
steering wheel.  The P-L screen 
displays. 
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14. Press and hold the number 2 button on 

the hydrostatic handle.   
 

 
 
15. Hold the button down as the numbers 

on the screen change (this indicates the 
rear wheels are steering).  Do NOT 
release the button until the letters P-C 
display on the screen, which indicates 
the calibration is complete. 
 

 
 
16. After P-C displays, release the button; 

the EOC screen displays. 
 

 
 
 
 
 
 
 
 
 
17. Scroll to highlight the ENTER icon that 

is displayed on the screen: 
 
18. Press the ENTER button to confirm.  

The CAL screen displays. 
 

 
 
19. Scroll to highlight the BACK icon that is 

displayed on the screen:   
      Calibration is now complete. 
 
20. After completing calibration, set CAB112 

address to 100 to enable Autotrak (see 
page 4). 
 

21. Exit diagnostics (see page 6 for 
information on exiting). 

 
 

IMPORTANT!  If an error message 
displays, the button was released before 
P-C displayed and the calibration was not 
completed.  If the error displays, begin at 
Step 4 and repeat the process. 
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To access the device and address: 
 
1. With the key on but the engine NOT 

running, press FUNCTION.   
 

 
 
 

2. Scroll down until the “i” is highlighted as 
in the screen.  Press ENTER. 
 

 
 
3. Scroll until “Diagnostic Addresses” is 

highlighted.   
 

 
 
4. Press ENTER.  The device screen 

displays. 
 

 
 
5. Scroll until the desired device is 

highlighted.  Press the ENTER button 
and the device screen displays as in the 
example. 
 

NOTE!  It may be necessary to press Enter 
before scrolling if devices do not appear. 

 

 
 
6. Scroll to down arrow and press ENTER 

until desired address displays. 
 

 
 

 
 
7. Scroll down to that address and press 

ENTER; the selected input screen 
displays. 

 
 
Setting CAB112 Address: 
 
1. Follow directions for accessing the 

device 
 
2. .Select Address 112; the input screen 

displays. 
 

NOTE!  For Autotrak calibration the 
engine must be running. 
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3. If the number 100 is displayed, scroll 

until the back arrow is highlighted.  
Press the ENTER button and exit. 

 
If any other number is displayed, scroll 
until the number field is highlighted. 

 
4. Press the ENTER button; the numerical 

keypad displays. 

 
 
5. Scroll to each number and then press 

the arrow.  
 
6. When the correct number is displayed, 

Scroll to highlight the ENTER icon that 
is displayed on the screen: 

 

 
 
7. Press the ENTER button; the address 

screen displays with the number 100. 
 

 
8. Scroll to highlight the back arrow and 

press the ENTER button to exit. 
 
 
Setting Address 42: 
 
1. Follow directions for accessing the 

device; the address screen displays. 
 
2. Use the down arrow to display address 

42. 
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3. Check the value of the address.  If set at 

two, exit. 
 

If not set at 2, highlight the address and 
press the ENTER button.  The address 
screen displays. 
 

 
 
4. Highlight the number; change as 

necessary. 
 
5. Scroll to highlight the ENTER icon that 

is displayed on the screen. 
 
6. Press the ENTER button to accept the 

value. 
 
 
To exit from diagnostics: 

 
1. Scroll until the combine (bottom) icon is 

highlighted as in the screen. 
 

 
 
2. Press ENTER.  The Close screen 

displays.   
 

3. Scroll until “Close Diagnostics” is 
highlighted. 
 

 
 
4. Press the ENTER button. 
 
 


