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Calibrate Header with 
9970 Calibration Box 
Use this document to calibrate the SP9970 
header using the 9970 calibration box.  The 
box is shown in the photo below.  Follow 
instructions for properly attaching the box 
before attempting to calibrate the header. 
 

 
 
 
 
 
 
 
 
 
 

 
 

1. To begin, unplug the connector on the 
9970 shown in the above photo. 

 

 
 
2. Connect it to the end of the calibration 

box cable as shown in the above photo. 
 
NOTE!  If calibration is being done with a 
header attached, Steps 3-4 are not 
necessary; however, the header harness 
MUST BE connected to the header. 
 

 
 

 
 
3. Remove the header harness from its 

storage socket on the combine as 
shown in the above photos. 
 

Unplug this 
connector 

Header harness 
storage socket 

Header harness

 CAUTION 
Make sure the combine is in park, the 
ignition turned to the OFF position, and 
the parking brake on before beginning 
this procedure. 

9970 calibration box with cables 
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4. Connect the header jumper (attached to 

the calibration box harness) to the 
header harness as in the above photo. 
 

IMPORTANT!  Calibration is not possible 
unless the header harness is connected to 
either a header or the header jumper. 
 
5. Take the box into the cab.  Be careful to 

run the cables so that they do not 
interfere with the feeder house and/or 
header when it moves. 

 

 
 
The rest of the calibration is done from the 
cab, using the arm rest console.  Note that 
the controls used are shown in the above 
photo.  In the instructions that begin below, 
“FUNCTION” and “ENTER” refer to the 
buttons in the above photo. 
 
 
 
 
 
 
6.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
7. Blow the combine horn twice and then 

start the combine. 
 

8. Once the normal combine screen 
displays on the arm rest console 
display, press FUNCTION.  The 
following screen displays: 
 

 
 

9. Scroll down until the “i” is highlighted as 
in the above photo and press ENTER; 
the following screen displays: 

 

 
 

Use this knob 
to scroll 

Enter  
button 

Function 
button  

 WARNING 
The combine must be running to perform 
this procedure.  Before starting the 
combine, make sure: 
 
 no one is near the combine 

AND 
 the hydrostat handle is in neutral 

AND 
 the parking brake is engaged. 
 
Sound the horn twice and then start the 
combine.  Once the combine display has 
loaded, you can begin the procedure. 
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10. Scroll until “Diagnostic Addresses” is 
highlighted as in the above photo and 
press Enter; the device screen displays:   
 

 
 
11. Use the knob to scroll through the list of 

devices.   
 

NOTE!  It may be necessary to press Enter 
before scrolling if devices do not appear. 

 
 

12. When LC1.001 is highlighted as in the 
above photo, press ENTER; the vehicle 
screen displays. 

 

 
 

 
 

13. Scroll to the down arrow until it is 
highlighted as in the above photo; press 
ENTER until 100 displays. 
 

 
 

14. Scroll down to 100 as indicated in the 
above photo and press ENTER; the 
input screen displays. 
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15. Scroll to highlight the ENTER icon           
that is displayed on the screen: 
and press the ENTER button to confirm 
the change.  The “Full Down” screen 
displays. 

 

 
 
16. Locate the calibration box. 

 

 
 

17. Make sure the switch on the calibration 
box is set to DOWN as in the above 
photo. 
 

 
 

18. On the hydrostatic control, press and 
hold the Header Raise/Lower button in 
the down position until the header is 
completely in the down position, then 
release button.  The Full Up? screen 
displays: 

 

 
 
19. Scroll to the DOWN ARROW on the 

screen as highlighted in the above 
screen.  
 

Press 
and hold 
bottom 
of button 
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20. Move the switch on the calibration box 

to the UP position as in the above 
photo. 

 

 
 
21. On the hydrostatic control, press and 

hold the Header Raise/Lower button in 
the up position until “Save Cal?” 
appears on the screen. 

 

 
 

NOTE!  If an error message displays 
instead of “Save Cal?”, start back at Step 1.  
If the same message appears after multiple 
attempts, write down the error message and 
contact an Amadas representative. 
 
22. Scroll to highlight the ENTER icon           

that is displayed on the screen: 
 

 
 
23. Press the ENTER button to confirm; the 

Header Cal screen displays. 
 

 
 
24. Scroll until the Back Arrow is highlighted 

as in the following screen: 

Press 
and hold 
top of 
button  
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25. Press the ENTER button to confirm; the 

diagnostic screen displays. 
 

26. Press the Function button, and then 
scroll until the combine (bottom) icon is 
highlighted as in the screen. 
 

 
 
27. Press ENTER.  The Close screen 

displays.   
 

 
 

28. Scroll until “Close Diagnostics” is 
highlighted as in the above screen. 
 

29. Press ENTER to complete and exit. 
 

30. Turn the combine key to the OFF 
position. 

 

 
 
 
 
 
 
 
 

31. Remove the calibration box from the 
cab, making sure the cables are free of 
the header. 
 

NOTE!  Steps 32 and 33 are not necessary 
if calibration was done with a header 
connected to the combine. 

 

 
 
32. Disconnect the header harness from the 

header jumper.   
 

 
 
33. Insert the header harness back into the 

combine storage socket. 
 

Header harness

Storage socket

 CAUTION 
Make sure the combine is in park, the 
ignition turned to the OFF position, and 
the parking brake on before continuing 
this procedure.
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34. Unplug the combine connector from the 

calibration cable.  
 
 

 
 
35. Plug connector back into combine. 
 

Disconnect 
cable 

Plug 
connector 
back into 
combine 


