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Welcome 
to 
AMADAS 
Industries 

 

 
With origins dating back to 1963, 
AMADAS industries and its predecessors 
have a long history of providing high 
quality, reliable, innovative equipment for 
industry and farming.  AMADAS 
equipment is currently at work throughout 
the United States and in other countries.  
This equipment includes machinery such 
as the Magnum Fource Peanut Combine, 
Reel Rain Traveler Irrigation System, Tree 
Bark Processing and Packaging 
Machinery, and the AMADAS Trommel 
System. 
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T72X16 
Trommel  
System 

 
 
 

 
 
 

 
 

Congratulations on your purchase of an 
AMADAS Trommel System!  Based on 
years of experience, we have designed 
the T72X16 Trommel System to provide 
you with many years of efficient, low-
maintenance use.   
 
 

Components 
Three components make up the trommel 
system: 
 
Bulkfeeder  
Our bulk feeders are designed to provide 
a controlled output of material for feeding 
processing and handling equipment.  
They are also designed to provide a long 
service life with a minimum of 
maintenance.   
 
Conveyor 
Designed for heavy duty, industrial 
applications, our conveyors provide a 
consistent flow of bulk products with 
minimal maintenance or down time.  Solid 
steel I-beam construction ensures 
structural durability for heavy product 
loads such as compost, soils, etc. 
 
72X16 Trommel   
The trommel drum is the heart of the 
trommel system and is built to provide 
years of service with a minimum of 
maintenance.  This heavy duty trommel 
uses agitation and screening to separate 
materials. 
 
 

Overall Dimensions 
The installed system has the following 
approximate dimensions: 
 
Height:  24’6” (at highest point of trommel) 
Length:  68’6”(from front of bulk feeder to 
end of trommel) 
Width:  28’ (at widest point of bulk feeder) 
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Overview 
Safety is the responsibility of everyone.  
Although safety features are incorporated 
into the machine and dangerous areas 
marked, ultimately, careful operation is the 
best prevention against accidents.  To 
reduce the risk of accidents, please read 
thoroughly and follow the safety instructions 
and messages included in this manual and 
on the machine. 
 
 

Safety Symbols Used 
The three safety symbols used on the 
machine and in this manual are shown 
below.  The following section explains each 
of these symbols in detail. 
 

DANGER 
WARNING 
CAUTION 

 
Please familiarize yourself with each 
symbol and its meaning.  It is crucial to 
your safety and the safety of others that 
you follow the safety precautions 
indicated by these symbols. 
 
 

Protective Devices 
Protective guards and shields have been 
installed to protect the user from hazards. 
 
Never remove, tamper with or modify 
guards or shields.  To do so could result 
in serious personal injury or death. 
 
If it is necessary to remove a shield to 
perform maintenance, it is essential that 
the shield be replaced prior to operating 
the combine. 
 

Careful Lifting 
Please follow safe lifting procedures when 
installing or removing any component.  Use 
a second person as a helper when indicated 
by the weight of an item. 
 
 
 
 
 
 
 
 
 
 
 

 

CAUTION 
It is imperative that all users read and 
understand the safety information in this 
chapter before using the combine.  
Anyone who uses or works around the 
combine must be familiar with this 
information. 
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Safety Symbols 
Safety Alert Symbol 

 
 
This symbol alerts you to possible hazards.  
Follow the recommended precautions and 
safe operating procedures.  If you have any 
questions, please contact your dealer or the 
manufacturer. 
 

DANGER 
This symbol indicates an imminently 
hazardous situation, which if not avoided, will 
result in death or serious injury. The use of 
the word DANGER is limited to the most 
extreme situations.  Extreme care should be 
taken when you are near these areas.  
DANGER decals are located at, or as near 
as possible to, these areas. 
 

WARNING 
This symbol identifies areas or practices, 
which if not avoided, could result in serious 
personal injury.  These injuries could range 
from minor cuts to dismemberment.  
WARNING decals are located at, or as near 
as possible to, these areas. 
 

CAUTION 

This symbol identifies a potentially 
hazardous situation, which if not avoided, 
may result in minor or moderate injury.  It 
may also be used to alert against unsafe 
practices that could cause damage to the 
machine.  CAUTION decals are located at, 
or as near as possible, to these areas. 
 

Safety Instructions 

 
 

Safety features have been designed into the 
machine with hazardous areas marked.  
Please read and follow the instructions in 
this manual prior to operating, maintaining, 
or servicing this machine. 
 
 

Notes 
Throughout the manual, information that 
needs to be emphasized is set apart with 
either a “NOTE!” OR “IMPORTANT!” 
heading.  Please be sure to carefully read 
this information, as it usually indicates a 
situation that could cause machine damage. 
 
Example: 
 
 

 

 

IMPORTANT! Adjust both sides equally 
so that conveyor tracking is straight. 
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Safety Guidelines 

 

Many accidents can be 
prevented by your   knowledge 
of safety.  Prevent hazards by 
reading the safety warnings in 
this manual.  Alert others to 
potential hazards. 
 
Remember all machinery can 
be dangerous if used 
incorrectly.  Please operate 
carefully.  Safety is only a word 
until it is put into practice. 
 
This section provides you with a list of practices 
you need to follow to ensure your safety and the 
safety of others.  It is essential that you read this 
section and follow the warnings. 
 
 

Safety Signs 
Carefully read all safety messages in this manual 
and safety signs on your machine.  Keep safety 
signs on your machine.  Keep safety signs in 
good condition; replace missing or damaged 
safety signs.  Be sure new equipment 
components and repair parts include the current 
safety signs. 
 

Learn Your Machine 
Learn how to properly operate your 
trommel system and how to use the 
controls correctly.  Do NOT let anyone 
operate the machine without instruction.  
Anyone who uses this machine should 
be made aware of all safety information 
contained in this manual. 
 
 

Machine Function 
It is crucial that you maintain your 
trommel system in proper working 
condition.  Do NOT perform 
unauthorized modifications to the 
trommel system as these could impair 
the function and/or safety of the 
machine and affect machine life. 
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Operating the System 
When operating any part of the system: 
 
 Keep hands, feet, and clothing away from 

moving parts. 
 
 Do NOT allow anyone to stand on or 

cross over the machine during operation. 
 
 Do NOT operate machine unless all 

safety shields are in place 
 
 Do NOT operate the any portion of this 

system with broken or missing parts. 
 
 Properly ground all electrical equipment. 
 
 Do NOT allow anyone to stand on or 

inside any part of the trommel system 
during operation. 

 
 

Servicing the System 
When servicing any part of the system: 
 
 Disconnect and lock out power before 

servicing. 
 
 Keep all personnel away from all parts of 

the system while maintenance personnel 
are servicing the machine. 

 
 Use stable work platforms to reach any 

point not easily reached from the floor 
level. 

 
 

Lockout/Tag 
Before any kind of maintenance is performed 
on any component of the trommel system, all 
power to the machine must be disconnected.  
The system should also then be locked and 
tagged out. 
 

 
A typical lockout/tag procedure may be: 
  
 
 
 
 
 
 
 
 
 
1. Turn off power to the system and all 

associated equipment. 
 
2. Lock out and tag the power disconnect 

switch. 
 
3. Verify that power is off by performing the 

following checks. 
 

a. Turn on power to the system, leaving 
the power disconnect switch locked 
out.  Verify that the system does not 
operate. 
 

b. Turn off power to the system and lock 
out and tag all circuit breakers. 

 
c. Using a volt meter, verify that 

incoming power is disconnected from 
the system. 

 
 
 
 
 
 
 
 
 
 

 

 

DANGER 
Always lock out and tag the trommel 
system power disconnect switch before 
performing any kind of maintenance.  
Failure to turn the power off can lead to 
death or serious personal injury. 

IMPORTANT!  The control for this 
system is not supplied by AMADAS.  
The steps below are only an example 
of a lockout/tag procedure.  Please 
confirm with the electrical contractor on 
how to properly lock out and tag the 
power to the system. 
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Remote Startup 
Always remember that this system is 
controlled from a remote location and you 
may not be aware that it has been started or 
is about to start.  
 
 
 
 
 
 
 
 

 

  

DANGER 
The trommel system is operated from a 
remote location and may start without 
warning.  ALWAYS be alert to any 
activity or movement of any portion of 
the system.  Make sure that no body part 
is in contact with the system if movement 
is detected. 
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Decals 
Safety decals identify specific hazards 
and general safety.  Please note the 
following about the decals: 
 
 Keep them clean and legible. 

 
 Never remove a safety decal from the 

machine. 
 

 When you replace a part with a safety 
decal, also replace that decal. 

 
 For replacement decals, call your 

AMADAS parts representative. 
 

 Replacement decals are available free 
of charge. 

 
The decals included on the trommel 
system are shown on the following pages. 
 
 
 

 
8119 
 
 
 
 
 
 

 
8180 
 

 
8182 
 
 

 
8186 
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8188 
 

 
8190 
 
 

 
8191 
 

 
8272 

 
8421 
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System Operation 
The control panel for the trommel system is 
not supplied by AMADAS Industries.  For 
instructions on how to operate the trommel 
system, refer to the instructions that 
accompany the control panel. 
 
Before starting the system, thoroughly read 
all safety information in the Safety section of 
this manual.  Obey all safety instructions and 
heed all decal warnings. 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

 
 

  

DANGER 
The trommel system is operated from a 
remote location and may start without 
warning.  ALWAYS be alert to any 
activity or movement of any portion of 
the system.  Make sure that no body part 
is in contact with the system if movement 
is detected. 
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Maintenance Safety 
 

 Before performing any maintenance on 
any portion of this system, thoroughly 
read all safety information in the Safety 
section, in this manual.  Obey all safety 
instructions and heed all decal warnings. 

 
 Before beginning any maintenance, 

make sure the system is powered down, 
locked, and tagged out. 

 
 Use a stable platform to perform 

maintenance that is not accessible from 
the ground.  Follow all  

 
 If a ladder is used to access any portion 

of the system, please read and following 
all instructions for ladder safety as 
indicated by OSHA.  Refer to the 
following website for information. 

 
http://www.osha.gov/SLTC/etools/constructio
n/falls/4ladders.html 
 
 
 
 
 
 
 
 
 
 
 
 

Lubrication 
 
 All grease points should be lubricated 

weekly under heavy usage or monthly 
under light usage. 

 
 Using a grease gun, pump two pumps of 

a good quality, multi-purpose grease into 
each grease point. 

 
 Grease points are circled in the photos 

on the following pages. 
 

 

  

DANGER 
Always lock out and tag the trommel 
system power disconnect switch before 
performing any kind of maintenance.  
Failure to turn the power off can lead to 
death or serious personal injury. 
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Bulkfeeder 
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Conveyor 
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Trommel  
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Behind shield 
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Adjustments 
Bulkfeeder 
Grizzly 

 
 

 

To adjust the height of the 
grizzly: 
 
1. Move the linch pins to a 

higher or lower hole.   
2. Make sure both linch pins are 

at the same level and are 
properly reinserted before 
running the trommel system. 

Linch pins 

DANGER 
Make sure the grizzly is safely supported 
when it is raised or lowered before the 
pins are removed.  Failure to support the 
grizzly at all times when the pins are out 
can result in serious injury or death. 
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Paddle Chain Conveyor 

 
 

 
  

To adjust the tightness of the 
paddle chain conveyor inside of 
the bulkfeeder: 
 
1. Loosen nut. 
2. Tighten or loosen jam nuts as 

applicable to tighten or 
loosen conveyor 

3. Re-tighten nut before 
continuing.   

Nut

Jam nuts
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Conveyor 
Tracking 

 
 

 

IMPORTANT!  Adjust both sides 
equally so that conveyor tracking 
is straight. 

To adjust: 
 
1. Loosen or tighten adjustment 

screw to adjust tracking for 
this side of conveyor.  (Next 
page) 

Adjustment 
screw 
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2. Loosen or tighten adjustment 
screw to adjust tracking for 
this side of conveyor.   

IMPORTANT!  Adjust both sides 
equally so that conveyor tracking 
is straight. 

Adjustment 
screw 
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Belt Scraper 

 
 

 

To adjust the tightness of the belt 
scraper on the conveyor: 
 
1. Loosen nut. 
2. Tighten or loosen jam nuts as 

needed 
3. Re-tighten nut before 

operating trommel system. 
(Next page) 

Nut

Jam nuts
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NutJam nuts

4. Repeat adjustment for other 
side of belt scraper. 
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