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Welcome to 
AMADAS  
Industries 
 

 
 
 
Thank you for purchasing an AMADAS 
Reel Rain, Jr.  Our Reel Rain Jr. irrigators 
are simple to operate, portable, and 
adaptable to many different applications.  
The Reel Rain Jr. is easily moved from 
site to site, and setting up and starting our 
irrigator takes only minutes.   
 
 
Reel Rain Jr. Manual 
Read this manual carefully to learn how to 
operate and service your Reel Rain Jr. 
properly.  Failure to do so can result in 
personal injury and/or property damage. 
 
This manual is a permanent part of your 
Reel Rain Jr. and should always be 
available for reference by the operator.  
This manual should remain with the Reel 
Rain Jr. when it is sold. 
 
The serial number of your Reel Rain Jr. 
should be written in the space provided in 
the “Dealer Checklist” section of this 
manual (page 45). 

 
Measurements in this manual are in U.S. 
units unless stated otherwise. 
 
The machine sides are designated water 
inlet side and level-wind chain side. 
 
 
Product Support 
If you have a problem or cannot find an 
answer in this manual, contact your Reel 
Rain Jr. dealer. 
 
 
Warranty 
The warranty is provided as part of the 
AMADAS product support.  Please see 
the specific warranty statement in this 
manual. 
 
 
THE WARRANTY EXCLUDES: 
 
! Alterations or modifications not approved 
by AMADAS, Inc.  Neither AMADAS 
dealers nor representatives are authorized 
to make exceptions to the warranty policy.  
Any deviations from standard warranty 
require written authorizations from 
AMADAS.  Irrigation hose that is longer, 
larger in diameter, or made from non-
approved materials will void the warranty 
on the entire machine. 
 
! Damage caused by normal wear, 
accident, lack of reasonable care and 
maintenance, neglect, or abuse. 
 
! The replacement cost of normal service 
items such as filters, gaskets, brake 
bands, etc., unless these parts are known 
to be defective. 
 
! Transportation, mailing, service call, or 
diagnosis costs.  Labor for repairs is also 
excluded unless unusual circumstances 
exist and then only if pre-approved. 
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Dimensions 
Alphabet letters (A-H) refer to specific 
dimensions, which are shown in photos 
below and on next the page. 
 
  Model 
  B110G E110G 

 PE Hose Inside Diameter 1.10 in. 1.10 in. 

 PE Hose Length 280 ft. 280 ft. 

    

 Machine Weight (no water) 276 lbs. 300 lbs. 

 Machine weight (with water) 345 lbs. 369 lbs. 

    

A Machine Width 39.00 in. 39.00 in. 

B Machine Length (no handle) 50.50 in. 50.50 in. 

C Machine Length (with handle) 60.25 in 60.25 in. 

D Machine Height (with handle) 47.00 in. 47.00 in. 

E Machine Height (without handle) 34.50 in. 34.50 in. 

F Machine Length (towing position) 76.50 in. 76.50 in. 
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Safety First  
Owner’s Responsibilities 
The owner is responsible for the safe 
operation of this product.  It is also the 
owner’s responsibility to: 
 
1. Read and understand these instructions. 
2. Operate the machine according to 

prescribed limitations. 
3. Properly train others who may be 

permitted to operate the machine. 
4. Abide by all safety and warning decals. 
5. Exercise good judgment relating to safe 

operation when others are present. 
6. Always bring the safety decals and 

placards on the machine to the attention 
of operators and spectators. 
 

Protective Devices 
Protective guards and shields have been 
installed to protect the user from hazards. 
 
Never remove, tamper with or modify 
guards or shields.  To do so could result 
in serious personal injury. 
 
KEEP ALL SHIELDS AND GUARDS IN 
PLACE!! 
 
 
Safety Alert Symbol 
 

 
 
 

 
This safety alert symbol is used to indicate 
messages related to safety.  When you see 
this symbol, obey the safety message to 
avoid personal injury, property damage, or 
both. 
 
Safety Symbols Used 
The three safety symbols used on the 
machine are: 
 
 

CAUTION 
A “Caution” message in this manual or on a 
machine placard means that you could be 
injured and/or equipment or property may be 
damaged if you do not follow instructions. 
 
 

WARNING 
A “Warning” message in this manual or on a 
machine placard means that a hazard exists 
that could result in severe personal injury or 
death. 
 
 

DANGER 
A “Danger” message in this manual or on a 
machine placard means that a hazard exists 
that will result in severe personal injury or 
death. 
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Safety Guidelines 

 
 
Many accidents can be prevented by 
your   knowing about safety.  Prevent 
hazards by reading the safety 
warnings in this manual.  Alert others 
to potential hazards. 
 
Remember all machinery can be 
dangerous if used incorrectly.  Please 
operate carefully.  Safety is only a 
word until it is put into practice. 
 
This section provides you with a list of 
practices you need to follow to ensure your 
safety and the safety of others.  It is 
essential that you read this section and 
follow the warnings. 
 
 
Maintain Your Machine 
It is important that you maintain your 
machine in proper working condition.  Do 
NOT perform unauthorized modifications to 
the machine as these could impair the 
function and/or safety of the machine and 
affect machine life. 
 
 
 
 
 
 
 
 

Read this Manual 
• Know the controls on the Reel Rain Jr. 

and also how to shut off the primary 
water supply! 

• Do NOT allow children to operate the 
Reel Rain Jr. 

• Do NOT allow anyone to operate the 
Reel Rain Jr. without proper instruction. 

 
 
 
Protect Children 
• Keep children clear of the Reel Rain Jr. 

in operation. 

• Do NOT allow children to operate the 
tractor that is positioning the Reel Rain 
Jr. 

• NEVER allow children to climb or ride on 
the machine at any time. 
 

 

 CAUTION  

Do NOT operate the any portion of this 
machine with broken or missing parts. 
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Use Caution around 
Pressurized Lines 
• For your protection, always use caution 

when working with, or around 
pressurized equipment.   

• Pumps should be shut off or disengaged 
prior to working on any components. 

• Be sure pressure is relieved from any 
supply line before it is disconnected. 

• When the automatic sprinkler shutoff is 
used, pressurized water may be trapped 
in the tube. 

 

 
 

 

Stay Away from Operating 
Sprinklers 
• Stay away and keep others away from 

the sprinkler gun during operation.   

• Pressurized water from a sprinkler gun 
can inflict serious injury to bystanders. 

 
 

Towing 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Towing speeds: 

• 10 MPH maximum on smooth surfaces 

• 3 MPH maximum on rough surfaces 
 
 
 
 
 
 
 

  

 CAUTION 

NEVER tow the Reel Rain Jr. at speeds 
in excess 10 MPH! 

IMPORTANT!  Use caution when 
towing.  Your Reel Rain Jr. is not 
intended for highway towing. 
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Safety Practices 
 

• Keep hands and clothing clear of the 
machine! 

• Never reach into the Reel Rain Jr. 
while it is in operation! 

 

 
 

• Keep all guards and shields in place! 
• Never operate this machine with safety 

guards removed! 
 

 
 
 

 
• Never service or make adjustments 

while the Reel Rain Jr. is pressurized! 
 

Shut the water off at the source before 
attempting to do any service, 
maintenance, or adjustments. 
 

 
 
 
• Stay clear of all power lines! 
 

Avoid letting irrigation water contact 
power lines. 
 
Be careful not to contact power lines 
with irrigation pipe or mechanical 
equipment. 
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Location of Safety 
Messages 
These safety messages are on your machine 
for the operator’s safety.  You MUST read 
and follow these precautions to prevent 
injury! 

 
 

 
 
 

IMPORTANT!  NEVER remove safety 
messages from the machine!! 
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Machine Components 
B110G Bellows  
 

 
 
Stabilizer legs Secures the machine in a stationary position for hose pullout and retraction. 

Shutoff bar Controls the bellow cycling shutoff at the end of an irrigation run or in case 
of hose mis-wrap. 

Speed control Controls the retraction speed. 
Bellows 
exhaust drain Sends the bellows exhaust water away from the machine. 

On/Off lever Turns the water supply to the water motor on and off. 
Pressure 
gauge Displays the inlet pressure. 

Drain Used to relieve pressure from the supply hose and to winterize. 
Pawl rod Used to disengage both the drive and hold pawl for hose pull out 
Supply inlet Used to attach the supply hose to the machine. 
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E110G Electric Drive Motor  
 

 
 
 
Stabilizer 
legs 

Secures the machine in a stationary position for hose pullout and 
retraction. 

Shutoff bar Controls the motor shutoff at the end of an irrigation run or in case of hose 
mis-wrap. 

Drain Used to relieve pressure from the supply hose and to winterize. 
Pressure 
gauge Displays the inlet pressure. 

Speed 
control Controls the retraction speed. 

Pawl rod Used to disengage the hold pawl for hose pullout 
Motor 
engage/ 
disengage 

Engages pinion gear into place to drive, and away from drive ring gear for 
pullout. 

Supply inlet Used to attach the supply hose to the machine. 
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Gun Cart  
 

 
 
 
 
Tow chain Used for pulling out the gun cart for an irrigation run. 
Diaphragm 
valve** Controls water flow to the sprinkler. 

Sprinkler 
selector 
valve** 

Controls the option of shutting the water off to the sprinkler after an irrigation 
run. 

Spool valve** Supplies water pressure to activate the diaphragm valve. 
Striker plate** Activates actuator valve at the end of an irrigation run. 
 
**NOTE:  Depicts items only on the optional water shutoff machines. 
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Handling the 
Polyethylene Hose 
 
 

 
 
 
UV resistant, medium density, polyethylene 
hose is a durable product that will operate 
reliably for many years if handled properly 
and given a reasonable amount of care. 
Unlike a rubber hose or hose with a woven 
jacket (one that lies flat), polyethylene is a 
semi-rigid product that retains its shape even 
when not pressurized.  This characteristic 
makes it feasible to pump water through the 
hose even when it is rolled up on a reel. 
 
Simple precautions will help you to prevent 
damage to the hose when operating your 
Reel Rain Jr.  Always remember the 
following: 
 
• When you start a new Reel Rain Jr. for 

the first time, it is important that the hose 
be pulled out nearly all the way in order 
to tighten the new hose on the spool. 

 
• NEVER transports the Reel Rain Jr. with 

the pawl disengage rod in the up 
position!  The irrigation hose will become 
loose and tangled. 

 
• Do NOT attempt to operate the Reel 

Rain Jr. if there are any coils of hose that 
are loose or misplaced.   

 
 

 
• If loose coils of hose are noticed after the 

hose is pulled out, they must be 
tightened by rotating the spool by hand.  
If this is not possible, pull all of the hose 
out before you attempt to rewind the 
hose. 

 
• NEVER try to relocate the Reel Rain Jr. if 

the hose is not fully rewound on the 
machine. 

 
• NEVER pull the hose off of the machine 

other than by using the sprinkler cart, 
straight out from the machine. 

 
• NEVER run over the hose with any kind 

of vehicle and avoid pinching or pulling 
the hose around objects.   

 
• NEVER bend the hose sharper than 25 

times the diameter of the hose. 
 

• Be careful when operating other 
equipment near the hose to avoid 
gouging or puncturing the hose. 

 
REMEMBER that the polyethylene hose is 
semi-rigid and can be kinked very easily.  
Following the precautions described above 
will reduce the possibility of kinking or 
damaging your hose.  Note that through the 
irrigation industry, the words “tube” and 
“hose” are used interchangeably in 
connection with hard hose traveling 
machines. 
 

Polyethylene Hose 
 



Before Starting  Reel Rain Jr. B110G & E110G 

12 8/1/2013 MAN133 

Transport Options 
Your Reel Rain Jr. can be configured for 
towing with a small machine or towing by 
hand. 
 
To tow by hand:  Tow with the handle in the 
position shown below. 
 

 
 
 
To tow with a machine: 
 
1. Remove the pin from the handle as 

indicated in the drawing below. 

 

 
2. Remove the handle and turn it over. 

 

 
 

3. Replace the handle and re-insert the pin. 

 

Pin 
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Startup 
 

1. Determine the proper nozzle size, line 
spacing, and time of application. Refer to 
Chapter 4, Performance & Adjustments, 
for instructions and application charts. 
 

2. Set the desired arc for the sprinkler gun.  
Refer to the sprinkler manual and the 
drawing below. 

 
 
 

 
 
 
 
 

 
 
 

 

 
 
3. Ensure the pawl disengage rod is in the 

“down” position for transport. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
4. Pull the Reel Rain Jr. into position with 

the gun cart facing the run to be irrigated. 
 
5. Make sure the machine is square and in 

good alignment with the irrigation path 
 
 

 

 

NOTE!  It is recommended that the arc 
be set to greater than 180°, in order to 
create some tension on the hose.  This 
will ensure that the sprinkler gun 
distributes water in front of the gun cart, 
eliminating undesirable tracking results 
from the continuous thrust of the 
sprinkler pushing the hose toward the 
reel rain. 

Important!!  The success of the Reel Rain Jr. irrigation system depends 
a great deal on the your understanding of the proper pullout and startup 
procedures.  Do NOT attempt to operate this machine until you have 
read and understood “Handling the Polyethylene Hose” section in 
Chapter 2, Before Starting. 

Pawl disengage rod in 
down position 

Direction 
of Pull 
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Startup 
6. Insert the stabilizer legs firmly into the 

ground and confirm they have made good 
ground contact. 

 

 
 
 
 
 
 
 
 
 
7. Attach the water supply to the machine to 

make sure all lines reach and that the Reel 
Rain Jr. is correctly set in place. 

 
 
 
 
 
 
 
8. Continue as follows: 
 

BG110G (bellows drive):  Remove the 
bellows exhaust drain hose and attach to 
the bellows exhaust discharge.  Confirm that 
the drain hose is not kinked or block. 
 

 
 
 
 
 

 

 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

 
  

CAUTION 
NEVER attempt to operate the Reel Rain Jr. 
without both stabilizer legs firmly inserted 
into the ground! 
 
 

CAUTION 
Do NOT turn on the water yet. 
 

Bellows 
exhaust 
discharge 

E110G (electric motor):  Disengage 
the drive pinion by pulling the motor 
mount pin and sliding the motor down 
and away from the drive ring gear. 
 

Pull up 
motor 
mount 
pin 

Slide 
motor 
down 
and 
away 
from 
drive 
ring gear 

IMPORTANT!  Do NOT attempt to 
pull out the hose on the E110G Reel 
Rain Jr. without FIRST disengaging 
the motor mount pin and sliding 
down the motor. 

Stabilizer Legs 
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Startup 
9. Disengage the pawl(s) by lifting the pawl 

rod into the up position.  If the pawls do 
not disengage the drive ring gear readily, 
rotate the spool forward (the way it runs) 
to relieve tension on the drive pawl(s).   
 
Make sure the set collar on the pawl rod 
is in the up position.  Both pawls (two on 
the B110G and one on the E110G) MUST 
CLEAR the drive ring gear on the spool. 

 
E110G 
 

 
 
 
B110G 
 

 
 
 
 
10. Lower the gun cart from its transport 

position. 
 

 
11. Pull the gun cart out the desired distance.  

Make sure to pull the hose out slowly (DO 
NOT EXCEED 3 MPH), avoiding sudden 
stops and erratic driving during pull out. 

 
 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 

Pawl rod Up position 

Set 
collar 

Drive ring 
gear 

Drive pawl 
(B110G only) Hold pawl 

Up 
position 

WARNING 
Stand clear of the machine and the gun 
cart while the hose is being pulled out. 
 

IMPORTANT!  Our Reel Rain Jr. is 
equipped to irrigate on a gradual arc if 
necessary.  Arced irrigation can only be 
performed after the first 25% of the hose is 
pulled out straight from the machine and 
then the gradual arc cannot exceed 90° 
over the remaining 75%.  Depending on 
the soil or vegetation, the gun cart may or 
may not follow the arc back to the 
machine.  Higher friction (furrows, tall 
grass) will greatly assist with the gun cart 
tracking the arc. 
 
Failure to observe this limitation can also 
place an excessive side load on the level-
wind mechanism, which could result in 
equipment failure and/or hose damage. 

The hose must be pulled out 
straight for at least 25% of 

the hose length!! 

Set 
collar 
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Startup 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
  

 
Optional Water Shutoff Machines Only 
Machines equipped with the optional water 
shutoff can be set in either the ON or OFF 
position (see diagrams on next page) as 
follows: 

• ON position – the sprinkler gun will 
continue to operate after the irrigation run. 
OFF position – the sprinkler gun will shut 
off automatically after the irrigation run. 

• The sprinkler control valve will only 
operate automatically if the spool valve 
has been reset. 

• The spool valve MUST be reset before 
each irrigation run. 
 
 

 
 
 
 
 
 

 

 
  

IMPORTANT!  If the standard irrigation 
run does not require the use of 100% of 
the hose on the Reel Rain Jr., it will be 
necessary to occasionally pull the entire 
length of the hose off of the Reel Rain Jr. 
and retract the hose under pressure to 
ensure the concentric shape of the hose. 
 
During short runs of the Reel Rain Jr., the 
remaining hose on the spool will tend to 
gradually loosen.  Over time, gaps in the 
hose on the spool will create level-wind to 
hose misalignment, causing the machine 
to look out of time, and the hose to 
possibly mis-wrap and cause damage to 
the machine or hose. 
 
This can be corrected by making a full run 
(pulling 100% of the hose out) 
occasionally. 

Gaps in hose caused by 
short irrigation runs 

NOTE!  The spool valve is located on the 
gun cart.  This must not be used as an 
on/off valve for any other purpose than to 
automatically shut off the sprinkler at the 
completion of an irrigation run. 
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Startup 
 
Optional Water Shutoff Machines Only 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 

IMPORTANT!   When using the 
automatic water shutoff feature, be 
sure the water can be shut off 
automatically without damaging the 
water supply or the Reel Rain Jr.  
Stopping the flow of water can damage 
a pump or water lines and excessive 
pressure can be created.  A qualified 
person should confirm if you can safely 
utilize the automatic water shutoff. 

Sprinkler 
flow 
selection 
valve OFF 

Sprinkler 
flow 
selection 
valve 

Sprinkler 
flow 
selection 
valve ON 

Spool valve  
 
TO RESET: 
Push in valve 
knob  
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Operation 
B110G Bellows Drive 
Refer to the drawing below. 
 
 
 
 
 
 
 
 
1. Make sure the on/off valve is in the OFF 

position. 
 
2. Place the drive pawls in the “engaged” 

(down) position. 
 

3. Turn on the water and make sure the 
sprinkler gun is operating smoothly and in 
the desired arc. 

4. After all air is purged from the system and 
the sprinkler gun is operating smoothly, 
turn the on/off valve to the ON position. 

 

 
5. Set the speed control valve to the desired 

retraction speed. 
 

6. Observe water pressure, travel speed, and 
gun sprinkler performance to make sure 
the Reel Rain Jr. is operating as desired.  
Refer to Chapter 4, Performance & 
Adjustments, for performance charts if 
needed. 

 
7. When the sprinkler completes the irrigation 

run and has contacted the shutoff bar, the 
retraction of the hose will stop.  When the 
irrigation run is completed, turn off the 
water supply. 

 
 

 
 
 
 
 

 

 
 

  

NOTE!  The Reel Rain Jr. requires 45 PSI 
and adequate water flow capacity (GPM) to 
operate properly.  Contact your AMADAS 
dealer if you do not have an adequate 
water supply. 

IMPORTANT!  The Reel Rain, Jr. and the 
water supply must still be shut off 
manually.  Failure to do so can damage 
the water pump. 

Speed control valve* 

On/off valve 

*The speed 
control valve 
regulates the 
speed at 
which water 
can fill the 
bellows. 

Pawl rod 
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B110G Bellows Drive 
 
8. Relieve the water pressure by opening the 

drain 
 

9. Disconnect from the water supply.   
 
10. Roll up and store the water supply line. 

 
11. Roll up the bellows drive water exhaust 

hose and store. The Reel Rain Jr. is ready 
to be moved and set up in a new location. 

 
12. Move the Reel Rain Jr. to the next location 

and follow the startup procedures for the 
next run.  

 
 
 
 
 
 
 
 
 
 

 

 
 
  

Supply hose 

IMPORTANT!  Open the drain to relieve 
pressure on the supply hose after turning 
off the water supply. 

Drain 

NOTE!  Some municipalities prohibit the 
use of water mains intended for fire 
protection and there may also be 
requirements for back-flow prevention.  
Investigate and obey all regulations 
regarding water use. 
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E110G Electric Motor Drive 
Refer to the drawings below. 
1. With the water supply off, engage the 

pawl rod into its lower (down) position. 
 
2. Pull up on the motor mount pin and 

engage the motor drive pinion into the 
drive ring gear. 

 
3. Turn on the water supply and make sure 

the sprinkler gun is operating as 
expected and in the desired arc. 

 

4. Wait for all of the air to be purged from 
the system and the sprinkler gun to 
operate smoothly. 

 
5. Set the speed control knob to the desired 

hose retrieval speed.  
 

6. When the gun cart completes the 
irrigation run and has contacted the 
shutoff bar, the retrieval of the hose will 
stop. With the irrigation run complete, 
turn off the water supply. 
 

  
 

 

 
 

Motor mount pin 

Pawl rod in 
down position 

Drive pinion engaging 
with drive ring gear* 

*NOTE!  In some instances, it will be 
necessary to turn the motor on briefly 
for the drive pinion to mesh with the 
drive ring gear. 

Slow 

Speed control 
knob 
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E110G Electric Motor Drive 
 
 
 
 
 
 
7. Relieve the water pressure by opening the 

drain. 
 

8. Disconnect from the water supply. 
 

9. Turn the speed control all the way to OFF 
(counterclockwise).   

 
 
 
 

 
 

 
10. Roll up and store the water supply line. 

The Reel Rain Jr. is ready to be moved 
and set up in a new location. 

 
11. Move the Reel Rain Jr. to the next location 

and follow the startup procedures for the 
next run.  

 
 
 
 
 

 

 
 
 
 
 
 
 
 

NOTE!  Some municipalities prohibit the 
use of water mains intended for fire 
protection and there may also be 
requirements for back-flow prevention.  
Investigate and obey all regulations 
regarding water use. 

IMPORTANT!  Open the drain to relieve 
pressure on the supply hose after turning 
off the water supply. 

Drain located under entry fitting 

Speed control 
knob 

NOTE!  Refer to Chapter 5, Maintenance 
& Repairs, “Electrical Information for 
E110G,” for charging frequency and 
instructions. 

IMPORTANT!  The Reel Rain, Jr. and the 
water supply must be shut off manually.  
Failure to do so can damage the water 
pump. 
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Water Application Rates 
Depth of Water Applied 
The depth of water applied by the Reel Rain Jr. 
is regulated by: 

• How fast the gun cart is retracted, which 
determines how fast the water gun 
moves over the ground 

• The size of the gun nozzle, which is 
selected based on the water pressure 
available 

• The water pressure, which is 
determined by the capability of the 
pump at the water supply 

 
Setting Travel Speed 
1. Determine the inlet PSI at the Reel Rain Jr.  

Take the reading while the machine is 
running and the gun is operating.  
 

2. Refer to the chart below to determine the 
feet-per-hour travel speed, based on the 
nozzle size, pressure and desired inches to 
be applied.  

 
 

 
 
 
 
 

 
 

 
A variety of settings can accomplish the same 
water application, as shown in the examples 
below for a 0.20” water application: 
 
Note that FPH stands for Feet Per Hour. 

 
Nozzle 

Size 
Inlet 

Pressure 
Application 

Rate 
Water 

Applied 
6 mm 51 60 FPH .20” 
7 mm* 50 80 FPH .20” 
8 mm 53 80 FPH .20” 
9 mm 53 100 FPH .20” 

 
 
*An example using the 7 mm settings is 
shown on the next page. 
 
 
 
 
 
 

 
  

NOTE!  If the pressure drops while the 
machine is running, use the lowest 
pressure to determine the run time.  If the 
pressure drops below the PSI listed for the 
selected nozzle, consider using a smaller 
nozzle size. 
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Setting Travel Speed 
Use the following example to determine how 
to figure the retrieval speed of the gun cart, 
based on the amount of water to be applied.  
In this example: 

• a SIME K1 gun (sprinkler) will be 
used with a 7mm nozzle 

• the desired application depth is 0.20 
inches of water 

• the inlet pressure is 50 PSI 
 

 
Charts for each Reel Rain Jr. model and gun 
are shown on the next two pages. 
 
Use the chart for the specific model and gun; 
the chart below is for the B110 and SIME K1 
gun. 

 
 
 
   
 
 

 
  

1. Locate the nozzle size (7mm) 2. Locate the Inlet PSI (50) 

3. Locate the depth of water 
to be applied (0.20 in.)  

4. Determine the 
Travel speed 
required (80 FPH) 
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Application Charts 
B110G Application Charts 
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E110G Application Charts 
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Adjustments 
Level-Wind Timing 
Proper timing of the level-wind mechanism is 
essential to the successful operation of the 
Reel Rain Jr.  Improper level-wind timing will 
result in mis-wrapped hose.  Travel will be 
interrupted because the auto shutoff bar will 
stop the water motor in order to prevent 
damage to the irrigation motor. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Follow these steps EXACTLY to reset level-
wind timing: 
 
1. Pull the irrigation hose completely out.  

Stop before the hose elbow is on the angle 
and turn the spool the last few degrees by 
hand.  The barb to which the hose is 
fastened must be 45° to the ground as 
shown in the drawing. 

 

 

 
 
 
2. Observe the position of the hose follower 

on the horizontal level-wind screw.  If the 
hose follower is not in its most extreme 
position (all the way to the end of the 
level-wind screw thread) and on the same 
side of the Reel Rain Jr. as the spool 
elbow, continue with Step 3 to make 
adjustments. 

 
 

 
 
 
 

  

CAUTION 
Do NOT continue to operate the machine if 
the hose is not winding properly! 

IMPORTANT!  Confirm that the timing is at 
fault before attempting to change the timing.  
Your Reel Rain Jr. was shipped from the 
factory with the hose wound on it.  The 
level-wind timing was set at the factory prior 
to installing the hose.  If there has been no 
disassembly of the level-wind 
mechanism, or the hose removed and 
reinstalled, it is very unlikely that the 
timing is wrong.  If the hose is loose on 
the spool, the level-wind system will appear 
out of time.  (See page 30 for brake 
adjustment.) 

Hose 
follower 

Hose elbow/ 
barb at 45° 
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Level-Wind Timing 
3. Align the timing mark with the timing mark 

decal arrow. 
 
 
 

 
 
4. To change the timing, remove the shield 

and disconnect the level-wind drive chain 
from the right-hand side of the Reel Rain 
Jr. 

 

 
5. Rotate the level-wind input sprocket until 

the hose follower is in its most extreme 
position (all the way to the end of the level-
wind screw thread) and on the same side 
of the Reel Rain Jr. as the spool elbow. 

 
6. Reinstall the level-wind drive chain and 

shield.  The level-wind will now be in 
proper timing. 

 
 
 
 
 
 
 
 
 

 
 
 

 
 

 
 
  

Timing (hole) 
mark in level-
wind screw 

Timing decal 

IMPORTANT!  NEVER attempt to re-time 
the Reel Rain Jr. without first pulling the 
hose all the way out.  Changing the timing 
with some of the hose still on the spool may 
result in damage to the irrigation hose 
and/or to the Reel Rain Jr. 

Level-wind 
input sprocket 

Loosen idler to 
remove chain 
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Adjusting the Spool Brake 
The purpose of the spool brake on the Reel 
Rain Jr. is to prevent coasting of the spool 
when the hose is being pulled out.  This 
function is important in order to keep the hose 
from becoming loose on the spool.  There is 
no other purpose of the spool brake except to 
prevent the spool from coasting during pullout.  
The spool brake does not perform any useful 
function while the hose is being retracted.  The 
spool brake is the self-energized type that 
adds resistance in only one direction. 
 
The spool brake band must be in good 
working order and maintained at the proper 
tension.  The spool brake should offer 
substantial resistance to turning the spool by 
hand.  If the spool becomes damaged or 
broken, it must be replaced. 
 
Adjustments are made to the spool brake by 
tightening or loosening the brake adjustment 
nut located under the level-wind chain guard 
behind the wheel.   
 

 
 
 
 
 
Original factory settings should have the 
spring length adjustment around ¾” (from the 
bottom of the bracket to the top of the 
washer).  This length will vary depending on 
the wear of the spool brake band. 
 

 

 
 

NOTE!  It is not necessary to remove the 
level-wind chain guard to adjust the spool 
brake.   

IMPORTANT!  When the hose becomes 
loose on the spool, it may appear that the 
level-wind is not in time with the incoming 
hose.  This occurs because the spool is 
coasting inside the coils of hose.  The 
level-wind mechanism is moving but no 
hose is coming out.  This problem is more 
noticeable if the Reel Rain, Jr. is being 
used on short runs where the entire hose 
is seldom pulled out all the way   

Adjust 
this nut 
if 
needed 
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Drive Pinion Clearance 
With the motor mount pin engaged, the drive 
pinion to drive ring gear clearance should be 
1/16” to 3/32” (.063” - .094”). 
 
Adjust the drive pinion clearance as follows: 
 
1. Loosen the two motor mount bracket bolts 

on the side of the frame. 
 

 
 
 
 

 

 
2. Slide the motor mount bracket in towards 

or away from the drive ring gear. 
 

 
 
 
 
3. Once the correct clearance distance is 

acquired, re-tighten the two bolts. 
 
 
 
 
 
 
 
 
 
 
 

 
  

Motor mount 
bolts 

Adjust by 
sliding the 
motor mount 
bracket 
towards or 
away from the 
drive ring gear 
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Level-Wind Chain 
The level-wind chain tension is adjusted with 
the chain idler located under the level-wind 
chain guard. 
 
To adjust: 
 
1. Loosen the nut behind the frame. 
 
2. Move the idler either up or down. 
 

 
3. Re-tighten the nut. 
 
 

 
 
 
 

 
 
 
 
 

Chain idler 

Do NOT adjust 
this bolt for chain 
tension!! 

IMPORTANT!  DO NOT attempt to adjust 
the level-wind chain tension with the spool 
bearing bolt!!   
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Maintenance and Repair 
Maintenance Procedures 
Inspect and perform any maintenance 
procedure after 100 hours of use.  Your Reel 
Rain Jr. machine is equipped with Delrin® 
spool bearings, drive arm pivot bearing, and 
level-wind screw that do NOT need lubrication.  
However, these items should be inspected 
periodically for wear problems.  
 

Tire Pressure 
Inflate tires to 28 PSI. 
 

 
 

 
 
No. Part Maintenance 

1 Level-wind chain Oil periodically 
2 Level-wind screw Check for excessive wear 
3 Shutoff bar & linkage Oil If necessary 
4 Hold pawl & drive pawl Oil periodically 

5 Valve actuator (on bellows 
arm) Lubricate with liquid soap (if needed) 

6 Pawl disengage linkage Oil if necessary 
7 Valve filter Clean periodically 
8 Hose rider Oil if necessary 
9 Motor mount plate Grease periodically (use multi-purpose grease) 
10 Motor disengage pin Oil if necessary 

B110G E110G 
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Polyethylene Hose Repair 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Screw-in menders are an excellent alternative 
to butt-fusion welding for the repair of a 
polyethylene hose.  The compact design allows 
a mender to be wound onto the spool without 
damaging itself or the adjacent coils of hose.  
They can be installed in the field and the hose 
can be put into service immediately after the 
repair is made.   
 
 
 

 
 
 
When installing menders, remember: 
 
• Menders are designed to be fitted at 

ambient temperatures. 
 
• NEVER try to apply heat to ease mender 

installation. 
 

• Menders must be installed straight and 
concentric with the hose to prevent 
premature failure. 

 

 
Install Mender: 
1. Cut the hose on either side of the damaged 

area, making sure the cuts are straight.  
 

 
 
2. Use a block of wood or soft hammer to tap 

the collar fully on to the end of the hose. 
 

 
 

3. Chamfer the hose internally with a knife or 
coarse file so that the end of the screw-in 
mender will enter the hose. 

 

 
 
4. Screw the mender about 2/3 of the way 

into the end of the hose, using a wrench on 
the knurled shoulder. 

 
 
 
 
 
 

 
 
 
 

  

WARNING 
Installing fittings or repairing the 
polyethylene hose used on your Reel Rain 
Jr. is hazardous!  The hose has a memory 
from being coiled on a reel and will try to 
coil back up if the hose is loosened from 
one end or cut in two.  The condition 
possesses a serious hazard to person 
and/or property.  The hose must be 
restrained any time there is a loose end! 

Screw-in mender 

Knurled shoulder 

IMPORTANT!  Please note that the 
mender threads are different on each end – 
one is left hand and one is right hand. 
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Polyethylene Tube Repair 
 
5. Unscrew the mender from the hose. 
 
6. Repeat Steps 4-5 for the other side, 

watching for the left-hand thread.   
 

7. Using the wrench to turn the center, start 
the mender in both ends simultaneously.  
As it screws in, it will draw both ends of the 
hose to the center. 

 
8. Turn the center until both collar ends are 

screwed all the way in to the center 
shoulder (as in the drawing).  The hose is 
now ready to be used again.  

 
 

 
 

 
 
 

 
  



Reel Rain Jr. B110G & E110G  Maintenance & Repair 
 

MAN133 8/3/2013 37 

 
Filter (B110G) 
Your B110G Reel Rain Jr. is equipped with a 
filter to protect the water motor from dirt and 
debris that may be present in the irrigation 
water. 
 
To clean the filter: 
 
1. Remove the drain valve on the valve 

assembly. 
 

2. Pull the filter out with your fingertip. 
 
3. Clean and inspect the filter for damage or 

rupture. 
 
4. Reinstall the filter and drain valve. 
 

 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
  

IMPORTANT!  The filter should be 
cleaned at least once each season, even 
when operated with clean water.  When 
pumping from ponds or streams, the filter 
must be cleaned more frequently.  In very 
dirty water conditions, it may be necessary 
to clean the filter each time the Reel Rain 
Jr. is used.   

WARNING 
NEVER attempt to clean the filter while the 
machine is pressurized.  Always turn off the 
water supply and relieve pressure before 
starting any form of maintenance. 

Filter 

Drain 
valve 
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Tubing Removal (B110G) 
To remove the small tube lines from their 
fittings: 
 
1. Depress the ring at the top of the fitting. 

 
2. Pull tube out. 
 

 
 
 
 
 
 
 
 
To reinstall the tubing: 
 
1. Push tubing into fitting. 

 
2. Push firmly until it seats. 
 
 

 
 
 
 
 
 

Pawl Rod (Hold Out) Rod 
When the pawl rod is in its upmost position (on 
hose pullout), the pawls must completely clear 
the drive ring gear. 
 
B110G 
The B110 has two pawls: 
 

• Drive pawl, located on the bellow arm 
• Hold pawl located behind the drive pawl 

 
 
E110G 
The E110G only has the hold pawl on the 
machine. 
 
 
To adjust for clearance, use the set collar on the 
pawl rod. 
 
 

 
 
 

 
  

To connect, push tubing in 
until it bottoms on the tube 

 

To disconnect, push in release 
collar with thumb and index 
finger, then pull tube free. 
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Electrical Information for E110G 
Battery 
The battery is a sealed battery.  DO NOT 
ATTEMPT TO OPEN. 
 
 
 
 
 
 
 
 

 

 
Machine Wiring Layout 

 

 
 
 
  

IMPORTANT CHARGING NOTES!  
Constant or overcharging will damage any 
battery and shorten its life.   
 
Charge to at least 14.4 volts but no 
more than 14.6 volts at 68° (20°C). 
 
MAXIMUM CHARGE CURRENT FOR 
THE BATTERY IS 5.4 AMPS. 
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In-Line Fuse 
The fuse is an automotive-style fuse, 5 AMP 
rated. 
 

 

 
 

Motor Control Wiring Diagram 
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Machine Winterization 
 
Freezing will not damage the type of 
polyethylene hose used on your Reel Rain Jr.  
Even though the hose does not need to be 
drained, you MUST drain all metal parts. 
 
Before beginning, completely remove the 
supply hose from the inlet fitting. 
 
B110G 
1. Open the speed control valve to the fully 

open position. 
 

 
2. Remove the discharge hose to allow water 

to drain through the discharge hose fitting. 
 

3. Open the drain on the side of the valve 
assembly. 

 
4. Temporarily remove the bellows tube from 

the fitting below the valve assembly to 
empty the bellows and tube. 

 
5. Reinstall the bellows tube. 
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E110G 
Open the drain under the entry fitting to allow 
all water to drain out. 
 
 

 

 

 
 
 
  

Drain 
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Gun Cart (Both Models) 
1. Pull approximately 3-4 coils of hose off of 

the spool. 
 
2. Open the drain plug located under the 

gun cart. 
 

3. Rewind the hose coils by hand. 
 

 
Gun carts with the optional water shut down: 
 
Open the drain on the diaphragm valve. 
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Storage 
1. Lubricate all points in the lubrication 

chart (page 34) to prevent rust and 
corrosion from forming. 

 
2. Check and clean the filter (B110G). 

 
3. Store the Reel Rain Jr. away from direct 

sunlight. 

 
4. Make sure all openings such as the 

water inlet are plugged so rodents and 
insects cannot bring foreign material into 
the Reel Rain Jr. 

 
5. When you take the Reel Rain Jr. out of 

storage, make sure there are no rodent 
or insect nests present that may plug 
filters, valves, or sprinklers. 

 
 
 



Dealer Checklist 
 
 
 

Owner’s Name 
 
Address 
 
City       State     Zip 
 
Model   Serial No.     Date Sold 
 
 
 
Pre-delivery Checklist:   Check below before delivery to customer. 
 

1. Guards and shields in place 6. Sprinkler Nozzles 
2. Decals in place and legible 7. Clutch Disengage 
3. Tire pressure 8. Supply Hose Fittings 
4. Lubrication 9. Touch up paint & clean 
5. Spool brake adjustment   

 
 
 
Delivery Checklist: 
 
Review the operator manual with the user and explain the following: 

1. AMADAS warranty policy and claims procedure 
2. Safe operation and service 
3. How to operate your Reel Rain Jr. 
4. Transporting the Reel Rain Jr. on roads or highways. 
5. Speed adjustment and effect on depth of water. 
6. Effect of water pressure on Reel Rain Jr. performance. 
7. Winterization and storage procedures. 
8. 

 
Give the customer this manual and encourage the customer to read and study the 
information. 

 
 
Date Delivered 
 
Name of Dealer 
 
Dealer Phone Number 
 
 



AMADAS Reel Rain Jr. 
WARRANTY 

AMADAS products are warranted to the original user for a period of one year from the date of the purchase invoice, that the equipment 

will be free from defects in material and workmanship subject to the following conditions: 

 

Satisfaction of this warranty will be limited to the replacement or repair or modification of the equipment involved at the manufacturer’s 

option.  The manufacturer’s obligation to this warranty shall be limited to a credit to the dealer or customer in the amount of the current 

list price of the parts or materials required for replacement, repair, or modification of the equipment. 

 

Freight costs shall be paid by the dealer/customer. 

 

This warranty extends only to the original user of AMADAS equipment purchased from an authorized AMADAS dealership. 

 

This warranty does not apply to certain components parts used on AMADAS equipment.  The original manufacturer warrants such 

component parts and AMADAS’s responsibility is limited to communicating the need for warranty service to each manufacturer.  Such 

component parts include, but are not limited to tires and tubes, batteries, gearboxes, transmissions, pumps, and sprinklers. 

 

This warranty shall be available only if: 

 

A) AMADAS has received properly executed delivery record and 

B) AMADAS has been notified in writing within 30 days upon the discovery of an alleged defect and 

C) AMADAS’s examination of the equipment discloses, to its satisfaction, that such alleged defect has not been caused by misuse; 

neglect; improper installation; improper operations; improper maintenance; repair or alteration; accident; or unusual or extraordinary 

use demands. 

 

THE FOREGOING WARRANTY SUPERSEDES AND IS IN LIEU OF ALL OTHER WARRANTIES WHETHER EXPRESSED, IMPLIED 

OR STATUTORY, AND ALL OTHER LIABILITIES OR OBLIGATIONS ON THE PART OF AMADAS, INC. 

 

A) AMADAS MAKES NO WARRANTY OF MERCHANTABILITY IN RESPECT OT THE EQUIPMENT. 

B) AMADAS MAKES NO WARRANTY THAT THE EQUIPMENT IS FIT FOR ANY PARTICULAR PURPOSE. 

 
LIMITATION OF LIABILITY 

 

AMADAS SHALL IN NO EVENT BE LIABLE FOR ANY CONSEQUENTIAL DAMAGES (INCLUDING BU NOT LIMITED TO, DAMAGES 

FOR INJURY TO THE PERSON OR PROPERTY OR LOST PROFITS) OR ANY INCIDENTAL OR SPECIAL DAMAGES AND/OR 

EXPENSES, OR CLAIMS FO RINDEMNIFICATION, BY REASON OF ANY DEFECT IN THE EQUIPMENT OR ITS MANUFACTURE, 

DESIGN OR FUNCTIONING, OR ANY INSTRUCTIONS CONCERNING THE EQUIPMENT. 

 

No agent or representative of AMADAS or any of its dealerships has authority to waive, alter or add to the printed provisions of this 

warranty and limitations of liability. 

 

AMADAS Industries 

1100 Holland Road 

Suffolk, Virginia   
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