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RMH1000M

Introduction

AMADAS

Welcome
to
AMADAS

Industries

With origins dating back to 1963, AMADAS
Industries and its predecessors have a long
history of providing high-quality, reliable,
and innovative equipment for the farming
industry. AMADAS equipment is currently
at work throughout the United States and in
many other countries. This equipment
ranges from the Magnum Fource Peanut
Combine, Tree Bark Processing and
Packaging Machinery, Hi-Speed Cotton
Stalk Puller/Chopper, Reel Rain Traveler
Irrigation Systems, to the Round Module
Handler.

We are confident you will experience many
good years of service with your AMADAS
Round Module Handler. If any need should
arise, we pledge the best efforts of our
people and dealers to assist you.

One of the most important factors to both
safety and maximum performance is for
every machine operator to understand
thoroughly the safe operation of this
equipment. Please invest the time to read
this manual to ensure that injuries are
prevented and to receive the maximum
productivity from your AMADAS machine.

Thank you for choosing AMADAS
Industries. We are strongly committed to
your satisfaction and safety. Our goal is for
you to be satisfied with our machinery for
many years and it is our hope that you will
choose AMADAS again for your equipment
needs.

MAN119
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Introduction

RMH1000M

RMH1000M

Congratulations on your purchase of a
Round Material Handler! We're proud of
our handlers and the design and
workmanship that go into every AMADAS
machine.

The AMADAS RMH1000M is the heavy-
duty solution to moving and loading round
cotton modules. The RMH1000M has been
built specifically to be compatible with the
John Deere 7760 Cotton Picker modules.
With its rugged yet simple construction, the
RMH1000M should provide years of trouble-
free service.

Benefits

The Round Module Handler offers the
following benefits:

e Heavy Duty Tubular Construction

Our module mover is made of square

tubing, assuring ample strength to

handle the largest modules with ease

while keeping the weight of the RMH to

a minimum.
e Unique Side-Shift
(Optional)

Hydraulic

Our machine combines balanced close
of fork movement with side shift in one
unique valve assembly, eliminating the
need for a secondary hydraulic outlet
and insuring proper module alignment
during loading or truck staging.

e 66" Loading Height*

The AMADAS RMH1000M raises
modules up to 66” for easy loading on
flat beds and trailers.

*Lift height is also dependent on tractor
tire size and 3-point hitch link settings.

e Loading Lights

As night work is normal during cotton
harvest, the RMH1000M comes
standard with adjustable work lights to
make night work safer and more
convenient.

Models

AMADAS Round Module  Handling
equipment is available in the following
configurations:

RMH1000M — the Round Module Handler
plus the Lift Mast for the most complete
tractor-mounted round module moving
system available.

RMH1000 - the Basic Round Module
Handler for bale staging and infield moving
with 18” of ground clearance.

RMH1010 — the Module Mast, which can be
purchased and bolted onto the RMH1000 to
achieve full lift height and loading potential.

Note that all photos in this manual are of the
RMH1000M with the RM1010 attached.

iv 10/6/2014
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RMH1000M Introduction
Specifications

Lifting capacity 6500 lbs

Height Base Only 69” (91" to lights)
Height with Mast 100"

Width Base Only (forks closed) 64"

Width with Mast (forks closed) 91”

Width Base Only (forks open) 114"

Width with Mast (forks open) 114~

Length Base Only 129"

Length with Mast 136"

Shipping Weight Base RMH1000 2750 lbs
Shipping Weight Mast RMH1010 2100 lbs
Shipping Weight RMH1000M 4850 Ibs

Lift Height Base Only 24"

Lift Height with Mast 66"

Lift cylinders 3.5" x 48"

Fork cylinders 3.5" x 26"

Tilt cylinders 3" x 10"

Hitch CAT Ill, IVN or IV
Lights 2 adjustable work lights

MAN119
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Introduction RMH1000M

Dimensions

AMADAS RVIH1000

NOTE! Dimensions shown are of the RMH1000 with the RMH1010 module mast.
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RMH1000M Introduction

100”

NOTE! Dimensions shown are of the RMH1000 with the RMH1010 module mast.
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NOTES
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Safety RMH1000M
Overview Careful Lifting
Safety is the responsibility of everyone. Please follow safe lifting procedures when

Although safety features are incorporated into
the machine and dangerous areas clearly
marked, ultimately, careful operation is the
best prevention against accidents.

Safety Symbols Used

The three safety symbols used on the machine
and in this manual are shown below. The
following section explains each of these
symbols in detail.

ADANGER
AWARNING
ACAUTION

Please familiarize yourself with each
symbol and its meaning. It is crucial to
your safety and the safety of others that
you follow the safety precautions
indicated by these symbols.

Protective Devices

Protective devices and shields have been
installed to protect users from hazards.

Never remove, tamper with, or
modify guards and shields. To do
so could result in serious personal
injury or death.

If it is necessary to remove a shield
to perform maintenance, it is
essential that the shield be replaced
prior to operating the RMH1000M.

installing or removing any equipment. Use a
second person as a helper when indicated by
the weight of an item.

Hydraulics

Handle hydraulics with care. Please follow all
safety instructions for working with hydraulics
as described in the warning below and

elsewhere in this manual.

AWARNING

-

When working with hydraulics, remember
the following:

e Escaping hydraulic fluid under
pressure can penetrate the skin,
causing skin injury.

e Avoid the hazard by relieving pressure
before discontinuing hydraulic or other
lines. Tighten all connections before
applying pressure.

e Search for leaks with a piece of
cardboard. Protect hands and body
from high pressure fluids.

If an accident occurs, see a doctor
immediately. Any fluid injected into the
skin must be surgically removed within a
few hours or gangrene may result.
Doctors unfamiliar with this type of injury
should reference a knowledgeable
medical source. Such information is
available from Deere & company Medical
Department in Moline, lllinois, USA. (309-
765-8000)

2 10/6/2014
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RMH1000M

Safety

Transporting the RMH
When transporting the RMH, be aware of both
the height and length. When the RMH1000M
is in the fully raised position, the lights rise to
a height of approximately 157 inches. The
forks extend behind the tractor 128 inches
from the three-point hitch.

Before transporting, lower the forks to the
lowest practical height. Also make sure the
forks are closed before transporting.
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*Optimum height based on tire, tractor, 3-point hitch adjustment, and level ground.
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Safety

RMH1000M

Safety Symbols
ADANGER

This symbol indicates an imminently
hazardous situation, which if not avoided, will
result in death or serious injury. The use of
the word DANGER is limited to the most
extreme situations. Extreme care should be
taken when you are near these areas.
DANGER decals are located at, or near as
possible to these dangerous areas.

A WARNING

This symbol identifies areas or practices,
which if not avoided, could result in serious
personal injury. These injuries could range
from minor cuts to dismemberment. Warning
decals are located at, or as near as possible to
these hazardous areas.

A CAUTION

This symbol identifies a potentially hazardous
situation, which if not avoided, may result in
minor or moderate injury. It may also be used
to alert against unsafe practices that could
cause damage to the machine. Caution
decals are located at, or as near as possible to
these potentially harmful areas.

Safety Alert Symbol

This symbol alerts you to possible hazards.
Follow the recommended precautions and
safe operating procedures. If you have any
questions, please contact your dealer or the
manufacturer.

Safety Instructions

Safety features have been designed into the
machine with hazardous areas marked.
Please read and follow the instructions in this
manual prior to operating, maintaining, or
servicing this machine.

Notes

Throughout the manual, information that
needs to be emphasized is set apart with
either a “NOTE!” or IMPORTANT!” heading.
Please read this information carefully as it
usually indicates a situation that could cause
machine damage.

NOTE! Grease rollers daily.

4 10/6/2014
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RMH1000M

Safety

Safety Guidelines

Many accidents can be prevented
by your knowing about safety.
Prevent hazards by reading the
safety warnings in this manual.
Alert others to potential hazards.

Remember, all machinery can be
dangerous if used incorrectly.
Please operate carefully. Safety
Is only a word until it is put into
practice.

This section provides you with a list of
practices you need to follow to ensure your
safety and the safety of others. It is essential
that you read this section and follow the
warnings.

Safety Signs

Carefully read all safety messages in this
manual and on your machine. Keep safety
signs (decals) in good condition; replace
missing or damaged safety signs promptly. Be
sure new equipment components and repair
parts include the current safety sign.

Learn Your Machine

Learn how to operate your machine properly
and how to use controls correctly. Do NOT
allow anyone to operate the machine without
instructions. Anyone who uses this machine
should be aware of the safety information
contained in this manual.

Machine Function

It is essential that you maintain your machine
in proper working condition. NEVER perform
unauthorized modifications to the machine as
these could impair function, safety, and/or
machine life.

MAN119
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Safety

RMH1000M

Safety Practices

Observe the following safety practices when

operating or servicing your machine.

Operating the RMH

e Do NOT climb on this handler at any time.

e Make sure no one is standing on or near
the handler prior to and during operation.

o Keep fingers, feet, and loose clothing away

from moving parts.

e Periodically check all nuts and bolts for

tightness.

e Do NOT exceed safe travel speed for your

environment.

Servicing the RMH

Do NOT make any adjustments or attempt
any maintenance while the RMH is in
operation.

Follow all safety warnings for working with
hydraulics.

10/6/2014
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RMH1000M Safety

Safety Decals
Safety decals identify specific hazards as A D ANGER
well as promote general safety. Please

note the following about the decals: = = -
While in Operation,

e ALWAYS keep decals clean and legible. Do Not Climb on
 NEVER remove a safety decal from the th|S maChine.

machine. Do Not Place Hands
e If you replace a part with a decal, behlnd Shlelds. 8182

ALWAYS replace that decal.

8182
e For replacement decals, call your
AMADAS parts representative.

The decals included on the RMH, along with
their locations, are shown below and on the
following pages.

Do Not Clean, Lubricate,

Adjust, or Repair this machine
while in Operation.

A WARNING

8183

Pinch .
Point A CAUTION

8119

Do Not Operate this machine until
you have read and understand the
operators manual. If you do not
have a copy of the operators
manual contact your dealer or our
factory immediately.

8119

Amadas Industries
1100 Holland Rd./Suffolk, VA 23434
804-539-0231

or
1701 S. Slappey Bivd./Albany, GA
31706 - 912-439-2217

8191

8191

MAN119 10/6/2014 7



Safety RMH1000M

STORED ENERGY POSSIBLE

DE-ENERGIZE HYDRAULIC LINES AND BLOCK UP/SECURE PROPERLY
BEFORE DISASSEMBLY

FAILURE TO DO SO COULD RESULT IN HIGH

PRESSURE FLUID INJECTION OR INJURY

NEVER CHECK FOR HYDRAULIC LEAKS WITH HANDS OR OTHER
BODY PARTS. USE PAPER OR CARD BOARD.

IF INJECTION OCCURS IT MAY RESULT IN GANGRENE AND MUST
BE TREATED IMMEDIATELY BY A DOCTOR FAMILIAR WITH THIS
TYPE OF INJURY.

8 10/6/2014 MAN119



RMH1000M

Safety

Decal Locations

— 8182 80690_}8183
8119
8119
6 i
2 = 8194
8191 Ml 8548
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Safety RMH1000M

NOTES
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RMH1000M Preparation
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Preparation

RMH1000M

Post Delivery Inspection

Your Round Module Handler has been
thoroughly inspected at the factory. When you
receive your RMH, carefully check all parts,
bolts, etc., to make sure no damage has
occurred during shipping. If you find any

damage or any missing parts, please contact
your AMADAS dealer immediately.

Assembly

Your RMH1000M is delivered completely
assembled. However, if you have previously
purchased a RMH1000 and wish to add a
RMH1010 to complete your Round Module
Handler, follow the instructions on page 17 for
assembling the two units.

Note that if you ever need to separate the two
units, reverse the instructions for installing the
lift mast.

12 10/6/2014
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RMH1000M

Preparation

Hydraulic System

Make sure all hydraulic hoses are correctly
attached and that all hose and connection
designations match.

Before running the RMH for the first time,
purge the hydraulic system of air. This is
necessary to prevent damage to the RMH
and/or injury to you. Instructions for purging
the system begin on the next page.

Use the appropriate size of tractor (200+ HP)
to operate the RMH. The RMH may require
up to 6 gallons of hydraulic fluid to charge with
all cylinders fully extended.

A CAUTION

It is important that your tractor have
sufficient hydraulic capacity. If it does not,
the cylinders will not raise and lower
evenly, which can damage the RMH.
Insufficient hydraulics can also make the
RMH less stable, increasing the risk of
injury.

NOTE! During the purging process,
check the tractor hydraulic fluid level after
each step. Failure to do so could result in
damage to the tractor's hydraulic system.

AWARNING

/o

When working with hydraulics, remember
the following:

e Escaping hydraulic fluid under
pressure can penetrate the skin,
causing skin injury.

e Avoid the hazard by relieving pressure
before discontinuing hydraulic or other
lines. Tighten all connections before
applying pressure.

e Search for leaks with a piece of
cardboard. Protect hands and body
from high pressure fluids.

If an accident occurs, see a doctor
immediately. Any fluid injected into the
skin must be surgically removed within a
few hours or gangrene may result.
Doctors unfamiliar with this type of injury
should reference a knowledgeable
medical source.  Such information is
available from Deere & company Medical
Department in Moline, lllinois, USA. (309-
765-8000)

MAN119
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Preparation

RMH1000M

Purge the Fork Cylinder

1.

3.

Check the tractor's hydraulic system to
make sure it has the proper fluid level.

Attach the RMH’s hydraulic lines to the
tractor’'s hydraulics.

\ s

Attach hydraulic lines to tractor

Slowly extend the fork cylinders out as far
as possible. There should be 80" between
the forks.

RMH 1000

\ —

Fork cylinders are located behind shield

Check the tractor's hydraulic fluid levels;
add fluid if necessary.

Cycle the cylinders a few times by opening
and closing forks to make sure all air is out
of the system.

Set the tractor's hydraulic flow to the
desired speed.

Close the forks.

14

10/6/2014
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RMH1000M

Preparation

Purge the Lift Cylinder

1. Raise the mast until the handler is at
maximum height.

AM

e 2 A& -
ADAS ryMHIO0G

s . " -
- ¢

4
£ 1) e
V] g e
|

AMADAS

[ e e—

Cycle the lift cylinders several times by
raising the mast several times to make
sure all air is out of the system.

Note that the cylinders that lift the mast are
single-acting, providing hydraulic pressure
only to lift the mast. Since there is no
downward hydraulic pressure, the mast will
slowly move down if there is no bale on
the handler.

Check the tractor hydraulic fluid level; add
fluid if necessary.

MAN119
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Preparation RMH1000M

Purge the Tilting Cylinders

1. Using the tractor hydraulics, raise the mast
off the ground and tilt until the tilting
cylinders are fully extended.

2. Cycle the lift cylinders by tilting the mast
forward and back as in the photos several
times until all air is purged out of the
system.

D
& Tilting cylinders
fully extended

16 10/6/2014 MAN119




RMH1000M Preparation

Install the Lift Mast

If you purchased the RM1000M as a complete
unit, it will arrive completely assembled and
the assembly shown here is not required. |If
you purchase the RMH1000 and RM1010
separately, you will need to connect both units
as described.

1. Unbolt the three-point hitch links, both
upper and lower, from the RMH1000.

2. Position the RMH1010 in front of the
RMH1000 and align the three 3/4”
diameter holes on each side of the
RMH1000 with the holes on the cylinder
plates of the RMH1010. See photos for
bolt positions.

3. Install the upper rear rollers on both sides
through the plates of the RMH1000 and
RMH1010 as shown in photos.

4. Route the hydraulic hoses up over the top
as shown in the picture.

Route hoses
over top of

MAN119 10/6/2014 17




Preparation

RMH1000M

Install the Lift Mast
5. Install the clamp to hold the hoses in place
on top of the RMH.

s

6. Continue routing the hoses over the back
of the RMH as shown in the photo below.

7. Install the second clamp as shown in the
photo.

Install clamp here

Bl )

8. Follow instructions for purging hydraulics.

18
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Operation

RMH1000M

Before Beginning

Please read the following before operating the
RMH1000M:

e This machine should be properly
lubricated upon delivery. Please inspect
all grease fittings and pivots for grease
(refer to Chapter 4, Maintenance). If they
are not already lubricated, lubricate before
operating.

o Read Chapter 1, Safety, before operating
your RMH.

e Follow all instructions

Preparation.

in Chapter 2,

Tractor Hitch

The AMADAS RMH1000 and RMH1000M are
compatible with the following hitches,
depending on the position of the lower hitch
points and orientation of the pins:

CAT Ill, CAT IVN, CAT IV
The following sections show how to position

the hitch points and orient the pins for each
category of hitch.

u

4 Lower hitch points

NOTE! Sway block spacers are
recommended for your tractor to reduce
sway and make the side shift more
beneficial. See your tractor dealer for more
information about spacers.

Attaching the Tractor

1. Attach the tractor according to the category
of the hitch and top or bottom link as
shown on the next two pages.

2. Adjust the tractor’'s top link so that the
RMH1000M’s forks sit level with the ground
when the unit is lowered, as shown below.

NOTE! The RMH 1000 is designed to be
used with agricultural tractors rated at a
minimum of 200 HP. For safety, we
recommend that you properly ballast the
tractor to keep it balanced when you use
the RMH to move bales.

20 10/6/2014
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RMH1000M

Operation

Lower Hitch Points

There are two lower hitch points on the RMH.
The following photos show how to set the link
and pins for use with each CAT of hitch.

b Iy
0L PR "'-m - —_——
[ p '

| J )

Position and pin setting for CAT IV

NOTE! The photos show the orientation of
the right-hand hitch point, as seated in the
tractor.

MAN119
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Operation RMH1000M

Top Hitch Point

The photo to the right shows the upper hitch R
point and how to use each category of hitch. - ——— S 14 A PN

BT - G, o)
¥ - = ¥ ¥ s

S S Upper hitch point [

p—
——;
[ S

Use
CAT IV
CAT IVN
here

¢ Use
CAT Il

1 here

i )
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RMH1000M

Operation

Support Feet

1. Once the RMH is properly hitched to the
tractor and the hitch is raised, pull out the
clip and pin from each support foot and
remove the support.

2. Place the support feet on the storage
tubing shown below and pin in place as
shown in the photos to the right.

Support foot |
in storage
position

Support foot

e in storage
position

MAN119 10/6/2014
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Operation RMH1000M

Transporting the RMH

Always transport the RMH at the lowest
practical height. When lifted to its full height,
the lights on the RMH extend 157 inches
above the ground. Also keep in mind when
transporting how far the forks stick out behind
the tractor, 128 inches from the three-point
hitch.

157" '

66” * o

N\

*Optimum height based on tire, tractor, 3-point hitch adjustment, and level ground.

128”
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RMH1000M

Operation

Fork Operation

Read the following before operating your
RMHZ1000M.

The in and out movement of the forks is
operated with the two hydraulic hoses that are
connected to the Pl and P2 ports on the
hydraulic block.

Fork Balance

The RMH1000M's forks are balanced to keep
the bale centered when closed. However, as
they open unevenly, they are not balanced
when in a partially open position. It is
important that the forks are fully open when
you pick up a bale so that the bale is as stable
as possible.

However, note that it is not necessary to fully
close the forks to transport a bale (doing so
may damage the wrapping). Close the forks
only enough to securely support the bale.

Side Shift Movement

Side shift movement is controlled by the two
hoses connected to the SSL and SSR ports on
the hydraulic block. Working the designated
remote will shift the forks in unison to either
the left or right. Please not, if the forks are
closed in all the way, no side shift movement
is available.

Optional Shock Absorber

An optional accumulator can be installed in
line with the tilt cylinder hydraulics. When the
tit cylinders are slightly extended, this
accumulator allows the tilt cylinders to serve
as shock absorbers, thereby minimizing the
shock load on the tractor and hitches when the
RMH1000M is moved through a field.

When transporting a bale, be sure to extend
the tilt cylinders 1 to 2" to use as shock
absorbers.

MAN119
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Operation RMH1000M

A

Fork Positions Forks down and shiftd left —_

The following photos show the forks in the , — M
different positions possible: = == i

Forks down and closed :

Forks down and shifted right & s

Forks down and fully open |

s

Forks fully raised
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Maintenance RMH1000M

Before Performing

Maintenance
When performing maintenance on this RMH:

AWARNING

o Do NOT make any adjustments or attempt
any maintenance while the RMH is in
operation or being towed.

e Follow all safety warnings indicated by the
decals on the RHM or in this manual.

) When working with hydraulics, remember
Regular Maintenance the following:

We strongly recommend that you perform
regular maintenance on your transporter to e Escaping hydraulic fluid under

help ensure safe and efficient operation. It is pressure can penetrate the skin,
extremely important that you follow the causing skin injury.

lubrication guidelines to keep the machine

functioning. e Avoid the hazard by relieving

pressure before discontinuing
hydraulic or other lines. Tighten all
connections before applying
pressure.

e Search for leaks with a piece of
cardboard. Protect hands and body
from high pressure fluids.

In an accident occurs, see a doctor
immediately. Any fluid injected into the
skin must be surgically removed within a
few hours or gangrene may result.
Doctors unfamiliar with this type of injury
should reference a knowledgeable
medical source. Such information is
available from Deere & Company Medical
Department in Moline, lllinois, U.S.A.
(309-765-8000)
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RMH1000M

Maintenance

Parts

If you need to replace any parts, please contact
your AMADAS dealer. Refer to your Parts
Catalog for part numbers. When you order
parts, have the model and serial numbers
available. These are located on plates as
shown. If you have both the RMH1000 and
RMH1010 module mast, use the model and
serial number of the component for which you
need parts.

m
MAD A =S
SUFFOLIK, VIN

B Rvesoto W 480507 1
THER PATENTS PENDII
MALE IN U.B.A,

VAR « B0 f05e) « BOBAEEA « 506114

Serial plate
1 on front of
frame
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Maintenance RMH1000M

Lubrication

The RMH1000M requires daily lubrication to | | IMPORTANT! It is important to the safety

maintain optimum performance. Lubricate as | | @nd_efficiency of your RMH that regular
follows: lubrication and maintenance be

performed. Failure to lubricate and
maintain your RMH can cause premature
failure of your machine.

e The 12 grease points that require
lubrication are shown in the drawing below.
The next page shows a photo of grease
points but note that only 10 can be seen.

e Lubricate each point daily.

e Using a grease gun, pump 4-6 pumps of a
good quality general purpose grease into
each grease point.

[

° 0l2 0O \
é

, E ,‘?EIHE% ﬁmﬁ i

Grease points

° Grease points L~}

e Telllon

(8]
o
o]
£

o
O )

Rl

B . el ]
|| Iyt
// - CW -

Grease points

11—l

30 10/6/2014 MAN137




RMH1000M Maintenance

Grease Point Locations
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Maintenance

RMH1000M

Beginning of Season End of Season
Before you begin using your RMH at the | Perform the following maintenance at the end
beginning of each season, do the following: of each season to make sure your RMH is

1. Thoroughly clean the RMH.

1.
2. Check all hydraulic fittings, paying
attention to all hydraulic warnings. 2.
3. Lubricate all grease points.
3.

4. Make sure all bolts are tightened and
torqued to specification.

properly stored for the winter:

Thoroughly clean the RMH.

Touch up any paint that is chipped to
prevent rust.

Lubricate all grease points.
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ONE-YEAR LIMITED WARRANTY
For AMADAS INDUSTRIES ROUND MODULE HANDLER

A.General Provisions

The Warranties described below are provided by AMADAS INDUSTRIES (“AMADAS”) through its authorized
dealerstothe original purchaser of each new AMADAS Round Module Hander. AMADAS will repair or replace, atits option,
any part covered under warranty which is found to be defective in material or workmanship during the applicable period of
warranty. Thiswarranty is applicable only to the cost of the part replaced or repaired and does not cover labor costs involved
in installing the replaced or repaired defective part.

B. Whatis Warranted?

All parts of any new AMADAS Round Module Handler are warranted for 12 months. The warranty period will begin
when the Round Module Hander is delivered to the purchaser. AMADAS will repair or replace, at its option, any new part
orcomponentunder the above warranty, ifadefect in material or workmanship appears in such part or componentand is reported
to AMADAS before the expiration of the applicable equipment warranty.

Used equipment is not warranted by AMADAS unless it is specifically covered by a separate warranty document.
The above warranties cover only defective material and workmanship. The warranties do notcoverany depreciation or failure
caused by normal wear, lack of proper maintenance or use, misuse, lack of proper protection during storage, or accident. The
purchaser shall pay all costs of routine maintenance and/or replacement of maintenance and wear items.

C.Unapproved Service or Modification
All Obligations of AMADAS under thiswarranty are terminated if the Round Module Handler is modified or altered
in ways not approved by AMADAS.

D. Securing Warranty Service

To secure warranty service, the purchaser must (1) report the product defect and request repair within the applicable
warranty period, (2) present evidence of the date of delivery of the Round Module Handler, and (3) make the Round Module
Handler available to an AMADAS authorized dealer within a reasonable period of time.

E.NoDealer Warranty

The selling dealer makes no warranty of his own on any item warranted by AMADAS, and makes no warranty on
other items. The dealer has no authority to make any representation or promise on behalf of AMADAS, or to modify the terms
or limitations of this warranty in any way.

F.Whatare your Responsibilities?
a. Read the operator’s manual before operating the equipment.
b. Perform all necessary maintenance as described in the operator’s manual.
c. Deliver the machine to an AMADAS authorized dealer at your expense during normal working hours for any
needed warranty services.
d. Contact an AMADAS authorized dealer promptly on any claim for warranty service.
e. Sign the AMADAS machinery delivery form, which will be given to you by the dealer.

G.Disclaimer

Thereare nowarranties that extend beyond the description here. ANY WARRANTIESOF MERCHANTABILITY
ANDFITNESSFORANY PARTICULARPURPOSE ARESPECIFICALLY DISCLAIMEDASAREALLOTHERREPRE-
SENTATIONS TO THE PURCHASER. AMADAS specifically excludes any liability on behalf of the company for any
incidental or consequential damages including, but not limited to, crop loss, loss of profits, rental of substitute equipment, or
other commercial losses. AMADAS shall not be responsible for expenses or inconveniences that you mightincur or experience
with respect to the AMADAS Round Module Handler, nor shall AMADAS be liable for defects, damage, or failures caused
by improper storage, unreasonable use, or abuse, or accident, including the failure to provide reasonable and specified
maintenance. This warranty applies only to the original purchaser of the equipment. Because some states do not allow the
exclusion of limitations of incidental or consequential damages, the above limitation may notapply toyou. Thiswarranty gives
you specific legal rights. You may also have other rights, which vary from state to state. Where there is a conflict between
a provision of this warranty and the provision of any state, the state legislation prevails.
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