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Addendum for Model 9990
 Self-Propelled

Peanut Combines
Manuals: MAN156 [v.1.1] & MAN156 [v.1.2]

This addendum is considered an integral part
of the A9990 Operator's Manual. Store this addendum
with the Operator's Manual for future reference.



Model 9990 Self-Propelled Peanut Combines are manufactured by 
AMADAS Industries:

You can find us on the Web at:
www.AMADAS.com 

or e-mail us at:
sales@AMADAS.com 

or contact us at:

757-539-0231 (telephone)
757-934-3264 (fax)

P.O. Box 1833
Suffolk, VA  23439

(mailing)

1100 Holland Road
Suffolk, VA  23434

(shipping)

P.O. Box 3687
Albany, GA  31701

(mailing)

1611 Krug Street
Albany, GA 31705

(shipping)

Owner’s Name 

Dealer’s Name

Serial Number  					 Model Number

Date Purchased

http://www.amadas.com/
mailto:sales@amadas.com
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Overview 
This addendum contains additional 
information or denotes changes made 
within the existing manual for the 
AMADAS A9990 Self-Propelled Peanut 
Combine.   
 
Complete instructions on using and 
maintaining the A9990 SP combine can be 

found in the Operator’s Manual supplied 
with the machine. 
 
For any information not contained in this 
addendum or your manual, please contact 
your dealer. 
 
Safety 
Please carefully review all the safety 
information in your Operator’s Manual. 
 

 
 
 
“Decal[s]” Replaced with 
“Label[s]” 
 
In accordance with industry standards, the 
terms “decal” and “decals” have been 
replaced with “label” and “labels.” 
 
This change appears throughout MAN156 
[v.1.3] manual. 
 
 
Steering Pump 
Replacement 
 
In the event the steering pump on an 
A9990 SP combine must be replaced, it is 
important to order the correct replacement 
part.  
 
The correct AMADAS-specific steering 
pump part number is: 
 

JAXE35277-A 
 

This steering pump can only be ordered 
from an AMADAS dealer. It is not available 
from John Deere. 
 
This information can also be found on the 
combine in the form of a label, part 
number 81331, shown in the next column. 

 

 
 
Refer to the illustration on the following 
page for label location. 
 
This supplements label information found 
in Chapter 1: Safety in original manual[s]. 
 
 
Remove Accumulated Crop 
Debris and Foreign 
Material 
 
Examine engine compartment, engine, 
and exhaust system housing after storage 
for animal nests and waste which can 
cause fires. 
 
This supplements information found in 
Chapter 1: Safety in original manual[s]. 
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Header Pressure 
Transducer 
 

 
Header Pressure Transducer 

 
The X305 Feeder House Cylinder 
Pressure Sensor harness must be plugged 
into the correct spot on the Header 
Pressure Transducer based on the width 
of the header currently in use. 
 

This determines how the combine will 
respond to the Automatic Header Height 
Control. 
 
This label can be found on the transducer. 
Refer to the illustration below for label 
location. 
 
 

 
 
This supplements information found in 
Chapter 15: Harvesting Tips & Settings in 
the original manual[s]. 
 
 
 

 
Label Locations 
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Operating without 
Stemmer Saws 
 
 
 
 
 
 
 
 
 
In some wet or muddy conditions, or at the 
customer’s preference, the combine can 
be operated without stemmer saws. 
 
The stemmer saws provide the Deere rear 
discharge beater speed signal, and if the 
stemmer saw shafts are removed, the 
combine continues to require a speed 
signal input to let the separator run. 
 
An additional tone ring is installed on the 
left of the combine at the #7 disc separator 
shaft to supply a speed signal source. The 
stemmer saw speed pickup and mounting 
bracket must be moved. Refer to the 
picture for the new location. 
 
 

 
Speed Sensor Location when Operating without Stemmer 

Saws 

 
The speed pickup assembly reads off the 
tone ring and must be adjusted to have a 
clearance of 1/8” or less between the tone 
ring and the pickup. 
 
This supplements information found in 
Chapter 15: Harvesting Tips & Settings in 
the original manual[s]. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Speed Pickup 
& Tone Ring 

Secure harness with 
zip tie 

Relocated 
bracket 

NOTE: 
If a customer chooses to operate the 
combine without stemmer saws, the 
two stemmer saw shafts, and the belt 
driving them must be removed.  
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Notes_____________________________________________________________________ 
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