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Pre-season Checklist 

Header 
1) Inspect Header drives for wear or damage. 

o Bearings  
o Chains 
o Sprockets 

2) Inspect the pickup part of the Header for wear or damage. 
o Cam bushings (metal and poly) 
o Cam bearings 
o Cam tracks 
o Springs 

3) Inspect the wear points on the Header. 
o Auger flighting 
o Concaves 
o Bands 

4) Inspect Header hydraulics for leaks or damage. 
o Motor 
o Fittings 
o Hoses 

Combine 
1) Inspect hitching point for wear or damage. 

o Clevis 
o Safety chain 

2) Inspect drive line for wear or damage. 
o Drive line from tractor to combine. 
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o Pedestal shaft  
o Bearing 

3) Inspect gearbox oil level and for leaks. 
4) Inspect under side of picking cylinder for wear or damage. 

o Concaves 
o Transitions 

5) Inspect picking cylinder for wear or damage. 
o Cylinder bars 
o Springs 

6) Inspect main picking cylinder drives for wear or damage. 
o Sprockets 
o Chains 
o Bearing 

7) Inspect main belt drive for wear or damage. 
o Bearings 
o Belts 
o Pulleys 

8) Inspect cleaning fan for wear or damage. 
o Belts 
o Pulleys 
o Bearings 
o Fan blades 
o Housing 

9) Inspect elevator fan for wear or damage. 
o Belts 
o Pulleys 
o Bearings 
o Fan blades 
o Fan disc 
o Fan housing 

10) Inspect separator cylinder drives for wear or damage. 
o Chains 
o Sprockets 
o Bearings 
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11) Inspect the interior of the separator cylinders for wear or damage. 
o Separator bars 
o Springs 
o Cam bushings (metal and poly) 
o Cam bearings 
o Cam tracks 
o Concaves 

12) Inspect front and rear beater cylinder drives for wear or damage. 
o Belts 
o Pulleys 
o Chains 
o Sprockets 
o Bearings 

13) Inspect the interior of the front and rear beater cylinder for wear or damage. 
o Fins 

14) Inspect disc separator drives for wear or damage. 
o Chains 
o Sprockets 
o Bearings 

15) Inspect the interior of the disc separator for wear or damage. 
o Damaged disc 
o Material build up 

16) Inspect shaker tray for any wear or damage. 
o Bearings 
o Rubber bushings 
o Hinges 

17) Inspect stemmer saw drives for any wear or damage. 
o Belts 
o Pulleys 
o Bearings 

18) Inspect the interior of the stemmer saws for wear or damage. 
o Blades 
o Material build up 

19) Inspect all duct work for wear or damage. 
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20) Inspect cross auger drive for wear or damage. 
o Bearing 
o Chain 
o Sprocket 

21) Inspect cross auger and housing for wear or damage. 

Dump Basket 
1) Inspect duct work for wear or damage. 
2) Inspect all hydraulic hoses and fittings for leaks or damage. 
3) Inspect hinge point and cylinder mounts for wear or damage. 

Unload On The Go Basket 
1) Inspect the duct work for wear or damage. 
2) Inspect all hydraulic hoses and fittings for leaks or damage. 
3) Inspect hinge point and cylinder mounts for wear or damage. 
4) Inspect auger drives for wear or damage. 

o Sprockets 
o Chains 
o Bearings 

5) Inspect augers and housing for wear or damage. 

Conveyor 
1) Inspect all bearings for wear or damage. 
2) Inspect all hydraulic hoses and fittings for leaks or damage. 
3) Inspect belt and lacing for wear or damage. 
4) Inspect the pivot points of the conveyor for wear or damage. 
5) Inspect swing cylinder hoses and fittings for leaks or damage. 
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