
AR2200: INCREDIBLE CAPACITY AND SPEED
Increased productivity, greater harvest speed, all condition capability, ease of adjustment,
and American made quality: the AMADAS AR2200 Advanced Rotary Combine. The new
AMADAS AR delivers incredible capacity and harvest speed with its combination of multiple
pre-conditioning cylinders and twin 30” diameter axial rotors, all equipped with heavy duty
spring teeth. This innovative new rotary peanut combine is designed to have the capability
to run with our class-leading 2120 PT Combine in green, tough, and adverse conditions,
and to run even faster than our blue-chip combine in good conditions. Equipped with our
high-capacity OCS system standard, the AR2200 is a potent machine for the experienced
grower who is interested in maximizing productivity over the harvest season.

ADVANCED ROTARY COMBINE™
AR2200



OCS OVERALL
DIMENSIONS:

14’ - 11” --- HEIGHT
19’ - 9” --- WIDTH
30’ - 2” --- LENGTH

BIN DUMP OVERALL
DIMENSIONS:

16’ - 11” --- HEIGHT
19’ - 9” --- WIDTH
28’ - 5” --- LENGTH

WIDTH:
19’ - 9” (19’ HEADER)
19’ - 3” (18’ HEADER)

SERVICE WIDTH:
27’ - 9” (OCS CONVEYOR)
22’ - 5” (BIN DUMP RAISED)

TRANSPORT HEIGHT:
14’ - 11” (OCS EQUIPPED)
15’ - 7” (BIN DUMP EQUIPPED)

SERVICE HEIGHT (BASKET/BIN
RAISED):

23’ - 4” (OCS EQUIPPED)
31’ - 5” (BIN DUMP EQUIPPED)

WEIGHT (EMPTY):
30,000 LBS. (OCS EQUIPPED)
28,000 LBS (BIN DUMP
EQUIPPED)

HEADER WIDTHS: 18’, 19’

INSIDE WORKING WIDTH: 96” BASKET / BIN CAPACITY:
8,500 LBS. (OCS)
8,750 LBS. (BIN DUMP)

TIRE SIZE (STD): 800/65 R32
OPERATION / WARNING LIGHT
KIT:

STANDARD

VINE SPREADER: STANDARD PTO INPUT:
790 PTO RPM STANDARD
990 PTO RPM OPTIONAL

TONGUE:
SPLIT SWIVEL GEARBOX
CENTER-RIGID
OFFSET-SHIFTABLE

THRESHING:
Ø30” DUAL AXIAL ROTORS, 93 CUBIC
FEET CHAMBER

SEPARATION:

Ø14” 24-BLADE CROSS
INDUCTION FAN
4800 SQ. INCH DISC
SEPARATOR BED

CONVEYANCE:
Ø12” COLLECTION AUGER TO 9-1/2”
SQUARE DUCT
Ø28” 12-BLADE CENTRIFUGAL FAN

PRE-CONDITIONING
SYSTEM:

TWO Ø30” SPRING-TOOTH PRE-CONDITIONING CYLINDERS
ONE Ø20” ACCELERATOR ROTOR
TWO SETS OF ADJUSTABLE OVERHEAD TEETH

TRACTOR REQUIREMENTS:

HORSEPOWER: 200-400 
HYDRAULIC FLOW: (OCS) 40GPM AT LOWEST SPEED / (BIN DUMP) 20GPM AT LOWEST SPEED
REMOTE VALVES: (OCS) 4 VALVES / (BIN DUMP) 3 VALVES
ELECTRICAL: 15A ACCESSORY CIRCUT

(757) 539-0231 www.amadas.com sales@amadas.com

Visit us online for more product information.

New Split Swivel Gearbox Tongue
with increased articulation, tighter
turning radius, and better header
visibility

Pre-Conditioning Cylinders with
cylinder spring teeth and larger
diameter concave slots for increased
dirt extraction

New Heavy Duty (20k) Wheel Hubs &
Spindles with Goodyear radial tires

AR2200 BENEFITS

New Single Chain Disc Separator Drive

New Header with 6 bar “cam-free”
pickup, heavy duty offset spring teeth,
single hydraulic motor design, and
stainless-steel header bands

Twin 30” Diameter Axial Rotors with
helix aligned heavy duty spring teeth
create a high-volume threshing
capability without the need for rotor
adjustments

New 8,500 lb. OCS Basket with faster
unloading (25% faster), and high
strength construction: CNC punched
panels, stainless steel peanut duct,
large service access panels

New 8,750 lbs Dump Basket with
increased tip height (13’6”), 100%
more dirt screening area, and high
strength construction: CNC punched
panels, stainless steel peanut duct,
large service access panels
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