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ICT: IN-FIELD CROP TRANSPORTER

The AMADAS In-Field Crop Transporter is the largest available and is
designed and built specifically to handle the high-capacity output of both the
AMADAS Pull-Type and the AMADAS Self-Propelled combines, including the

OCS (Off-Load Conveying System) models.

Now available with an optional scale kit for in-field harvest data.
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ICT BENEFITS

+ 1,100 cubic feet of Transport Capacity: » Unique Articulating Lift & Dump Action:

Easily handles over 2 full loads from the
large volume 8500 Ib baskets on
AMADAS combines; that's 20%-47%
more than other dump carts.

25,000 lb Lift Capacity: Allows full
utilization of additional space when
topping up from OCS unload-on-the-go

combines.

CAPACITY (CU. FT.) 1,100
CLEANING AREA OPEN FOR DIRT 79
EXTRACTION (SQ. FT.)

DUMPING CAPACITY (LBS) 30,800
STANDARD WHEEL SIZE 30.5X32
BOX LENGTH 15'-8"
WHEEL BASE OUTSIDE/OUTSIDE 13'-4"
MAX DUMP HEIGHT 15'-0"
DUMP CYLINDERS 4.5" X72"
VOLUME REQUIRED TO OPERATE 7.6 GAL
DUMP CYCLE <1 MIN
ACCESS LADDER EXTERIOR

The innovative hydraulic lift & dump
system geometry provides unmatched
rigidity, control, and stability while
dumping, and allows the cart to maintain
a safe distance from trailers when
dumping.

Massive Screen Area: An abundance of
large 1/4" x 3" CNC punched slots offer
more than double the cleaning area of
other dump carts.

PEANUT CAPACITY

SHIPPING WEIGHT (LB) (WITHOUT

WATER IN TIRES)

DUMPING ANGLE

STANDARD TIRES

LOADING HEIGHT

MIN DUMP HEIGHT

LIFT CYLINDERS

« 15+ ft Dump Height: The ICT 1100 high
tip height enables quick and efficient
loading of semi-trailers and large drying
wagons.

» Large 2-stage Dirt Trap: This sizable
additional screening area captures dirt
and foreign material as the cart dumps,

before the undesirable material gets
into the trailer.

25,000 LBS
16,500 LBS
46°
800/65R32
8-6"
11-10"

4" X 48"

MINIMUM TRACTOR HYD. FLUID FLOW 15 GPM

MINIMUM TRACTOR RESERVOIR

CAPACITY

DIRT LIP

HITCH

15 GAL

2 STAGE

PIN (ADJ. POSITION) WITH SWIVEL



