
LRM6019: LONG REACH MOWER
The AMADAS LRM6019 Long Reach Mower sets new standards for maintaining wood lines,
ditch banks, and other hard to reach areas. The LRM6019 cuts grass, weeds, brush, tree
limbs, small trees, and other woody material as much as 5-1/2” in diameter. With over 19’
of reach both horizontally and vertically, plus the ability to reach over fences and down
hillsides, you can get to virtually all of your problem mowing areas and reclaim areas where
tree lines and brush have encroached. Cutting these areas increases field efficiency and
reduces damage to your valuable equipment. 

LONG REACH MOWER
LRM



MOWER HYDRAULIC PUMP
DISPLACEMENT

3.8 CU. IN/REV MAX PTO OPERATING SPEED 850 RPM

MOWER SPINDLE SPEED @ 850 PTO 
1428 RPM @ 100% EFF. 
1214 RPM @ 85% EFF

HYDRAULIC PUMP DISPLACEMENT 6.38 CU. IN/REV

MOWER SPINDLE
2 3/4”, 4142 STEEL, WITH 2 3/4” TAPERED
BEARINGS

HYDRAULIC FLOW OF PUMP @ 850 PTO
SPEED

23.5 GPM @ 100% EFF. 
20.0 GPM @ 85% EFF

MAIN BOOM CONSTRUCTION 5” X 5” X 3/8” TUBING WITH PLATED ENDS BLADES (AS A PAIR)
5/8” THICK 5” OFFSET (STD) 
5/8” THICK 5” STRAIGHT (OPT)

SECONDARY BOOM
CONSTRUCTION

5” X 5” X 3/8” TUBING WITH PLATED ENDS TRACTOR HITCH COMPATIBILITY
CAT II OR CAT III NON QUICK HITCH CAT III OR CAT III
N QUICK HITCH

DECK CONSTRUCTION 7 GAUGE, REINFORCED BY PLATE AND TUBING TRACTOR POWER REQUIREMENTS 150 HP MIN

DEBRIS SHIELD MATERIAL 3/8” THICK, LAYERED RUBBER BELTING TRACTOR HYDRAULIC REQUIREMENTS 15 GPM PUMP MINIMUM

SKID SHOE CONSTRUCTION 7 GAUGE STEEL

TRACTOR HYDRAULIC REMOTE
REQUIREMENTS

3 FOR STANDARD MOWER 
4 FOR STANDARD MOWER WITH HYDRAULIC
SWING 
1 FOR MOWERS EQUIPPED WITH FASSE CONTROL
OR JOYSTICK CONTROL SYSTEM
2 FOR MOWERS EQUIPPED WITH FASSE CONTROL
OR JOYSTICK CONTROL AND HYDRAULIC SWING

PIVOTING FORWARD CUTTING
SHIELD

1/2” PLATE STEEL, REINFORCED WITH 3/4”
ROUND STEEL

SAFETY BREAK-AWAY INCLUDED

HYDRAULIC OIL CAPACITY OF
MOWER

50 GALS OF SINGLE VISCOSITY, 10W API
SERVICE CD/SE, HYDRAULIC OIL

REQUIRED TRACTOR LIFT CAPACITY 7000 LBS MIN (AS RATED BY ASABE STANDARDS )

WIDTH OF CUT 5’ (60”) WEIGHT OF STANDARD MOWER 4100 LBS WITH HYDRAULIC OIL (LESS BALLAST) 

MAX HORIZONTAL REACH FROM
CENTER OF PTO

19’ (228”) TO TIP OF BLADE FOLDED UP DIMENSIONS
10 FT (119 11/16”) HEIGHT 
9 FT 5/8” (108 5/8”) WIDTH

MAX VERTICAL REACH FROM
CENTER OF PUMP

18’ (216”) TO CENTER OF MOWER DECK
BALLAST WEIGHT REQUIRED - 1900 LBS WITH WEIGHT BAR EXTENDED TO THIRD HOLE (BALLAST
WEIGHT SUPPLIED BY CUSTOMER IN FORM OF TRACTOR WEIGHTS) (OPTIONAL AMADAS WEIGHTS
AVAILABLE)

CUT CAPACITY 5-1/2” TOTAL WEIGHT OF STANDARD MOWER WITH BALLAST - 6000 LBS

Visit us online for more product information.

High strength steel tubing
construction: Heavy walled tubing
builds strength into the main and
secondary booms. 

Heavy duty hydraulic pump: The
1-3/8”, 21 spline, high capacity
6.38 cu. in./rev hydraulic pump
has dual taper roller bearing
support and hydraulic overload
protection.

LRM6019 BENEFITS
Large 2-3/4” bearings: High quality
bearings are deployed on both the top
and bottom of spindle dual locks

Overbuilt 7 gauge steel Mower Deck:
The super tough deck is built of welded
plate steel and steel tubing
reinforcements. 

50 gallon Hydraulic Reservoir: Large
hydraulic capacity promotes better
cooling & lower operating temperatures

Robust Pivot Points: Main pivot points
feature hardened steel bushings that
are grease-able and replaceable.

 Hydraulic Controls: The mower utilizes
standard tractor hydraulic controls,
options include: Fasse controls for
lever- style tractor hydraulics, or
joystick controller

LONG REACH MOWER
LRM
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