
C1400 REEL RAIN TRAVELER IRRIGATION SYSTEM

The AMADAS Reel Rain Traveler Irrigation Series offers one of the most
efficient and flexible methods of irrigation. Reel Rain irrigators can handle fields
of almost any shape or size and are easily transported from field to field. The
gas engine driven Reel Rain irrigator is the most popular piece of equipment
for slurry and wastewater disposal. With its easy setup and operation, a Reel
Rain irrigator disposes of slurry and wastewater quickly and efficiently. The
turbine drive is a low maintenance alternative for clear water applications.
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C1400AT GAS 1,250 4.1 320 10.11 470 9.7 SR200/80 PSI

C1400G6 TURBINE 1,250 4.1 320 10.11 540 8.5 SR200/80 PSI

C1450AT GAS 1,050 4.5 330 8.94 670 6.0 SR200/80 PSI

C1450G6 TURBINE 1,050 4.5 330 8.94 770 5.3 SR200/80 PSI

Hose  
MD Polyethylene Medium Density Hose  
30' Infeed Hose   

Chassis  
Single Axle w/ 19L x 16" Tires 
Heavy Duty Fixed Drum Design
Fold Down Stabilizer Legs
Adjustable Jack
Multi-Position Tow Hitch
Guncart Lift

Drive System
6.5 HP Gas Mechanical or Pelton Wheel Turbine  
Double Chain Drive  
2 Speed Gearbox w/2 Step Pulley
PTO Rewind w/o Shaft   

C1400/1450 BENEFITS
Hand Crank-Hose Rewind 
Engine Tachometer/Hour Meter with Engine Drive 

Hose Retrieval System 
Automatic Hose Retrieval Stop 
Mechanical Reel Speed Compensator 
Mechanical Level Wind Hose Guide 
Hose “Miss-Wind” Shut-Off 
Hose Speed Indicator 

Guncart 
Galvanized MH50B Guncart 
Nelson P200SR24 Gun

Options
Crank Down Legs
Hydraulic Package (Stabilizer & Gunlift)

Reliable 2 Speed Gearbox
for Easy Operation & Adjustment,
Simple Variable Speed Belt Driven

Axial Flow Turbine Drive Wide Range of Speed Control
Through Step Cone Pulley, 2 Speed

Gearbox, & Water Bypass Valve

C1400/1450

DIMENSIONS: 
LENGTH: 21'-0", WIDTH: 10'-7", HEIGHT: 12'-8", WEIGHT W/O WATER: 11,600 LBS., WEIGHT W/WATER: 18,760 LBS.
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